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Well-being onboard
Clean and hygienic conditions in cabins, kitchens and sanitary facilities are important ele-
ments contributing to the efficiency and the sense of well-being onboard. Properly treated 
stainless steel has a unique smooth surface that guarantees maximum flow capacity and 
excellent hygiene. Due to its low surface roughness, bacterial growth on stainless steel is 
significantly less than on, for example, plastic and ordinary steel surfaces. 

We focus on  

the well-being  
of your guest
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Freedom of choice
BLÜCHER® Channel stainless steel drainage chan-
nels are modular deck drainage solutions for use in 
galleys, pantries, door openings,
outside deck areas, etc. Drainage channels are avail-
able to suit all deck finishes with a range of gratings 
developed to suit the varying load-bearing and flow 
demands. Outlets are available with a removable 
water trap and where applicable a filter basket to 
prevent solids discharging into the drainage system. 
Customised components are
available on request.

	 • All in stainless steel
	 • �Modular system providing numerous  

possible combinations
	 • Multi-adjustable
	 • Excellent hygiene and self-cleansing properties
	 • Exceptionel flow
	 • Wide range of gratings
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We offer you a wide range of different 
BLÜCHER® Channels 

OceanLine

Steel deck

FlatLine MarineLine

470.200.050 S 
470.200.075 S 
470.200.110 S

470.000.050 S 
470.000.075 S 
470.000.110 S

475.200.050 S
475.200.075 S

475.000.050 S
475.000.075 S

475.100.050 S
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We offer you a wide range of different 
BLÜCHER® Channels 

Steel deck

Aluminum deck

MarineLine MultiLine WaterLine

470.900.050 S 
470.900.075 S 
470.900.110 S

475.900.050 S
475.900.075 S

485.200.050 S
485.200.075 S

480.200.050 S
480.200.750 S
480.200.110 S

INSTALLATION  
WITHOUT WELDING



6 CHANNELS FOR MARINE APPLICATIONS

Applications
•	� For galleys, pantries, door openings, 

outside deck areas, bathroom, shower 
areas, luxury suites, etc. 

•	� Available to suit most deck finishes

Highlights
• �	 Minimum height of 20 mm
• 	� With 2 mm frame width on all four sides
• 	� Elegant design

BLÜCHER®  
FlatLine 
- Extra low channel

NEW

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Stockholm Grating 
Tokyo Grating 

Shower Grating

  
Max. hole size 8 mm 

5 mm gap/opening 
8 x 8 mm holes 

  
O2 Grating  

High Heel Grating

  
Non-slip / 9 mm holes 

Non-slip / 7 mm holes

Material grade: AISI 316L 

  
AISI 304 

Length:  
             

             
       mm. (min. 500 mm - max. 6.000 mm)

Width:  
201 mm outside (197 mm inside)

Further details:  Channel matr. thickness 2 mm., Channel height: 28 mm outside – (or 20 mm as custom made)

BLÜCHER® FlatLine 

28
 m

m
 

201 mm

197 mm

63
 m

m
 

28
 

Channel profile & dimensions: 

Outlet size:  Ø110 mm

Outlet position:  In center 

  
In end 

Accessories: Water trap 

  
(removable)  

 AND filter plate 

  
OR 

  
P-water trap  

  
OR

  
Filter basket  

Keep in mind:

•  No slope in  

the channel

•  No flanged  

connections

FlatLine channel to be 

used together with a 

BLÜCHER® Marine 

lower part

BLÜCHER® Channels - for marine applications

24066 January 2021

Click for more  

info in the  

Marine Channel  

brochure

Finger hole

�

@

PRINT FORM

M
AIL FORM

FlatLine request form
Find it here: www.blucher-marine.com 

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_FlatLine.pdf


7CHANNELS FOR MARINE APPLICATIONS

- Extra low channel

•	 Length: From 500 mm up to 6000 mm (straight runs)
•	 Width: 201 mm outside /197 mm inside	
•	� Height: 28 mm outside – (or 20 mm as custom made)  

2 mm material thickness
•	 Stainless steel AISI 316L (EN 1.4404) & AISI 304 (EN 1.4301)
•	 Flat bottom
•	 To be used together with the BLÜCHER Marine lower parts

Details:

Gratings:

O2 GRATING  
Non-slip grating  
(9 mm holes)

HIGH HEEL GRATING  
Non-slip grating  
(7 mm holes)

SHOWER GRATING  
(8x8 mm holes)

STOCKHOLM GRATING 

TOKYO GRATING 
Outlet:
•	� Outlet pipe dimension is  

Ø110 mm
•	 Outlet placed in end or center

Options:

28
 m

m
 

201 mm

197 mm

63
 m

m
 

28
 

or or or

Water trap

Filter basket

Anchor tangs

Adjustable legs

or

Filter plate

7CHANNELS FOR MARINE APPLICATIONS
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TYPE NO. D F F1 H H5 T W3 MATERIAL

699-19106-01 Ø110 800 201 91 28 2 400 AISI 304

699-19106-02 Ø110 1000 201 91 28 2 500 AISI 304

699-19106-03 Ø110 1200 201 91 28 2 600 AISI 304

BLÜCHER® FlatLine proposals ...
CHANNEL FLATLINE  
FOR TILED OR EPOXY FLOORING - CENTER OUTLET

...  �you can also customize your own channel 
by using our FlatLine request form 

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Stockholm Grating 
Tokyo Grating 

Shower Grating

  
Max. hole size 8 mm 

5 mm gap/opening 
8 x 8 mm holes 

  
O2 Grating  

High Heel Grating

  
Non-slip / 9 mm holes 

Non-slip / 7 mm holes

Material grade: AISI 316L 

  
AISI 304 

Length:  
             

             
       mm. (min. 500 mm - max. 6.000 mm)

Width:  
201 mm outside (197 mm inside)

Further details:  Channel matr. thickness 2 mm., Channel height: 28 mm outside – (or 20 mm as custom made)

BLÜCHER® FlatLine 

28
 m

m
 

201 mm

197 mm

63
 m

m
 

28
 

Channel profile & dimensions: 

Outlet size:  Ø110 mm

Outlet position:  In center 

  
In end 

Accessories: Water trap 

  
(removable)  

 AND filter plate 

  
OR 

  
P-water trap  

  
OR

  
Filter basket  

Keep in mind:

•  No slope in  

the channel

•  No flanged  

connections

FlatLine channel to be 

used together with a 

BLÜCHER® Marine 

lower part

BLÜCHER® Channels - for marine applications

24066 January 2021

Click for more  

info in the  

Marine Channel  

brochure

Finger hole

�

@

PRINT FORM

M
AIL FORM

FlatLine request form
Find it here: www.blucher-marine.com 

CHANNEL FLATLINE 
FOR TILED OR EPOXY FLOORING - END OUTLET

TYPE NO. D F F1 H H5 T W3 MATERIAL

699-19106-04 Ø110 800 201 91 28 2 80 AISI 304

699-19106-05 Ø110 1000 201 91 28 2 80 AISI 304

699-19106-06 Ø110 1200 201 91 28 2 80 AISI 304

TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.019.200.794 794 194 25 AISI 304 K3 (400) R10

697.019.200.994 994 194 25 AISI 304 K3 (400) R10

697.019.200.596  - NOTE! 2 pieces required 596 194 25 AISI 304 K3 (400) R10

GRATING - TYPE SHOWER

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_FlatLine.pdf


9CHANNELS FOR MARINE APPLICATIONS

TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.020.200.795 795 195 25 AISI 304 L15 (1800) R10

697.020.200.995 995 195 25 AISI 304 L15 (1800) R10

697.020.200.1195 1195 195 25 AISI 304 L15 (1800) R10

FlatLine request form
Find it here: www.blucher-marine.com 

GRATING - TYPE STOCKHOLM

TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.055.200.794 794 194 25 AISI 304 K3 (300) R10

697.055.200.994 994 194 25 AISI 304 K3 (300) R10

697.055.200.1194 1194 194 25 AISI 304 K3 (300) R10

TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.035.200.794 794 194 24 AISI 304 L15 (1200) R13

697.035.200.994 994 194 24 AISI 304 L15 (1200) R13

697.035.200.1194 1194 194 24 AISI 304 L15 (1200) R13

BLÜCHER® FlatLine proposals ...
GRATING - TYPE TOKYO

GRATING - TYPE O2

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_FlatLine.pdf
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TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.045.200.794 794 194 24 AISI 304 L15 (1200) R11

697.045.200.994 994 194 24 AISI 304 L15 (1200) R11

697.045.200.1194 1194 194 24 AISI 304 L15 (1200) R11

GRATING - TYPE HIGH HEEL

BLÜCHER® FlatLine proposals ...

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S
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Grating Type:	 Stockholm Grating	 Tokyo Grating	 Shower Grating
Max. hole size 8 mm	 5 mm gap/opening	 8 x 8 mm holes 

O2 Grating		 High Heel Grating
Non-slip / 9 mm holes	 Non-slip / 7 mm holes

Material grade:	 AISI 316L	

AISI 304	

Length: mm. (min. 500 mm - max. 6.000 mm)

Width: 201 mm outside (197 mm inside)

Further details: 	 Channel matr. thickness 2 mm., Channel height: 28 mm outside – (or 20 mm as custom made)

BLÜCHER® FlatLine 

28
 m

m
 

201 mm

197 mm

63
 m

m
 

28
 

Channel profile & dimensions:	

Outlet size: Ø110 mm

Outlet position: 	 In center	

In end	

Accessories:	 Water trap 
(removable)		  AND filter plate	

OR 
P-water trap		

OR
Filter basket		

Keep in mind:
• �No slope in

the channel
• �No flanged 

connections

FlatLine channel to be 
used together with a 
BLÜCHER® Marine 
lower part

BLÜCHER® Channels 
- for marine applications

24066 January 2021

Click for more  
info in the  
Marine Channel  
brochure

Finger hole

print

@

http://blucher-marine.com
http://www.blucher-marine.com/fileadmin/user_upload/Marine/Product_catalogs/ChannelsMarineApplications.pdf
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Applications
•	� For galleys, pantries, door openings,  

outside deck areas, etc.
•	 For painted deck and covered deck

Highlights
•  	� 5 mm material thickness  

for welding directly into deck
• �	 Different variants of gratings
• �	 Rounded corners 

BLÜCHER®  
OceanLine 

- New channel design

NEW

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: O2 Grating  

High Heel Grating 
Shower Grating

  
Non-slip / 9 mm holes 

Non-slip / 7 mm holes 
8 x 8 mm holes 

Material grade: AISI 316L 

  
AISI 304 

Standard Length:  800 mm   1000 mm    1200 mm

(If a customized length (min. 400 mm - max. 3.000 mm) is requested, please contact Customer Center)

Width:  
208 mm outside (198 mm inside) - NOTE the width is fixed

Further details:  Channel matr. thickness 5 mm., Channel height excl. outlet box or pipe = 61 mm

BLÜCHER® OceanLine 

Outlet position: 
 

 
Accessories: 

 

  
 

Water trap* 

 In center  
(removable) 

 
AND filter plate* 

  
 

OR  
 

OR

 In end 
 

P-water trap 
 

Filter basket* 

* Only with Ø110 mm outlet pipe (type H7-0126-001)

Keep in mind:

•  No slope in  

the channel

•  No flanged  

connections

198 mm
208 mm

OD

61

198 0
-1

208

23
0

50

140

K

61

198 mm
208 mm

OD

61

198 0
-1

140+1
 0

11
6

208

75

K

61

TYPE 2: 

With outlet pipe

BLÜCHER  
Thick walled pipe

dimension  
for welding

OD50 mm  
OD60,3 mm 

OD75 mm   
OD76,1 mm 

OD110 mm   
OD88,9 mm 

BLÜCHER  
Thick walled pipe

dimension  
for welding

OD50 mm  
OD60,3 mm 

OD75 mm   
OD76,1 mm 

OD110 mm   
OD88,9 mm 

TYPE 1: 

With outlet box

for water trap or

filter basket

Outlet position: 

Accessories: 

  
 

Water trap and support ring 
    AND 

 In center  

and grating (474.300.110 S) 
  

Filterplate

  
 

OR

  
 

Filter basket and support ring 
     

 In end  

and grating (474.300.110 S)

  
 

             
      OR P-water trap 

 
   

Outlet box type:  Vertical outlet 
Horizontal outlet

Outlet size: 

Outlet size: 

Finger hole

print

@

BLÜCHER® Channels - for marine applications

24066 January 2021

Click for more  

info in the  

Marine Channel  

brochure

M
AIL FORM

PRINT FORM

OceanLine request form
Find it here: www.blucher-marine.com 

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_OceanLine.pdf
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Applications
•	� For galleys, pantries, door openings,  

outside deck areas, etc.
•	 For painted deck and covered deck

Highlights
•  	� 5 mm material thickness  

for welding directly into deck
• �	 Different variants of gratings
• �	 Rounded corners 

•	� Length: From 400 mm up to 3000 mm (straight runs)	
•	� Width: 208 mm outside /198 mm inside	
•	� Height: 61 mm
•	� 5 mm material thickness
•	� Stainless steel AISI 316L (EN 1.4404) & AISI 304 (EN 1.4301)
•	� Flat bottom

Details:

CHANNELS FOR MARINE APPLICATIONS 13

Channel outlet types:
TYPE 1  
– with lower part (outlet box)
•	 Vertical or horizontal outlet
•	 Outlet pipe dimensions:
	 - Ø50, 75, 110 mm or
	 - �Ø60,3, 76,1, 88,9 mm 

(thickwalled pipe for welding)
•	 Outlet placed in end or center
Options:
	

TYPE 2  
– with outlet pipe
•	 Vertical outlet
•	 Outlet pipe dimensions:
	 - Ø50, 75, 110 mm or
	 - �Ø60,3, 76,1, 88,9 mm 

(thickwalled pipe for welding)
•	 Outlet placed in end or center
Options:
	

198 0
-1

208

23
0

50

140

K

61

198 mm

208 mm

OD

61

198 0
-1

140+1
 0

11
6

208

75

K

61

Gratings:
O2 GRATING  
Non-slip grating (9 mm holes)

HIGH HEEL GRATING  
Non-slip grating (7 mm holes)

SHOWER GRATING  
(8x8 mm holes)

or or

only with Ø110 mm

or

Water trap

P-trap

Filter basket

TYPE 1 TYPE 2

oror

Filter plate
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...  �you can also customize your own channel 
by using our OceanLine request form 

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: O2 Grating  

High Heel Grating 
Shower Grating

  
Non-slip / 9 mm holes 

Non-slip / 7 mm holes 
8 x 8 mm holes 

Material grade: AISI 316L 

  
AISI 304 

Standard Length:  800 mm   1000 mm    1200 mm

(If a customized length (min. 400 mm - max. 3.000 mm) is requested, please contact Customer Center)

Width:  
208 mm outside (198 mm inside) - NOTE the width is fixed

Further details:  Channel matr. thickness 5 mm., Channel height excl. outlet box or pipe = 61 mm

BLÜCHER® OceanLine 

Outlet position: 
 

 
Accessories: 

 

  
 

Water trap* 

 In center  
(removable) 

 
AND filter plate* 

  
 

OR  
 

OR

 In end 
 

P-water trap 
 

Filter basket* 

* Only with Ø110 mm outlet pipe (type H7-0126-001)

Keep in mind:

•  No slope in  

the channel

•  No flanged  

connections

198 mm
208 mm

OD

61

198 0
-1

208

23
0

50

140

K

61

198 mm
208 mm

OD

61

198 0
-1

140+1
 0

11
6

208

75

K
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TYPE 2: 

With outlet pipe

BLÜCHER  
Thick walled pipe

dimension  
for welding

OD50 mm  
OD60,3 mm 

OD75 mm   
OD76,1 mm 

OD110 mm   
OD88,9 mm 

BLÜCHER  
Thick walled pipe

dimension  
for welding

OD50 mm  
OD60,3 mm 

OD75 mm   
OD76,1 mm 

OD110 mm   
OD88,9 mm 

TYPE 1: 

With outlet box

for water trap or

filter basket

Outlet position: 

Accessories: 

  
 

Water trap and support ring 
    AND 

 In center  

and grating (474.300.110 S) 
  

Filterplate

  
 

OR

  
 

Filter basket and support ring 
     

 In end  

and grating (474.300.110 S)

  
 

             
      OR P-water trap 

 
   

Outlet box type:  Vertical outlet 
Horizontal outlet

Outlet size: 

Outlet size: 

Finger hole

print

@

BLÜCHER® Channels - for marine applications

24066 January 2021

Click for more  

info in the  

Marine Channel  

brochure

M
AIL FORM

PRINT FORM

OceanLine request form
Find it here: www.blucher-marine.com 

BLÜCHER® OceanLine proposals ...
BLÜCHER OCEANLINE - TYPE 1

TYPE NO. D F F1 H H5 T W3 MATERIAL

699-19102-01 Ø50 800 208 230 61 5 400 AISI 304

699-19102-02 Ø50 1000 208 230 61 5 500 AISI 304

699-19102-03 Ø50 1200 208 230 61 5 600 AISI 304

699-19102-04 Ø75 800 208 228 61 5 400 AISI 304

699-19102-05 Ø75 1000 208 228 61 5 500 AISI 304

699-19102-06 Ø75 1200 208 228 61 5 600 AISI 304

699-19102-07 Ø110 800 208 202 61 5 400 AISI 304

699-19102-08 Ø110 1000 208 202 61 5 500 AISI 304

699-19102-09 Ø110 1200 208 202 61 5 600 AISI 304

BLÜCHER OCEANLINE - TYPE 2

TYPE NO. D F F1 H H5 T W3 MATERIAL

699-19102-10 ø50 800 208 111 61 5 400 AISI 304

699-19102-11 ø50 1000 208 111 61 5 500 AISI 304

699-19102-12 ø50 1200 208 111 61 5 600 AISI 304

699-19102-13 ø75 800 208 116 61 5 400 AISI 304

699-19102-14 ø75 1000 208 116 61 5 500 AISI 304

699-19102-15 ø75 1200 208 116 61 5 600 AISI 304

699-19102-16 ø110 800 208 121 61 5 400 AISI 304

699-19102-17 ø110 1000 208 121 61 5 500 AISI 304

699-19102-18 ø110 1200 208 121 61 5 600 AISI 304

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_OceanLine.pdf
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OceanLine request form
Find it here: www.blucher-marine.com 

BLÜCHER® OceanLine proposals ...
GRATING - TYPE O2

TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.017.200.788 788 194 25 AISI 304 K3 (400) R10

697.017.200.988 988 194 25 AISI 304 K3 (400) R10

697.017.200.1188 1188 194 25 AISI 304 K3 (400) R10

GRATING - TYPE SHOWER

TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.047.200.788 788 194 24 AISI 304 L15 (1400) R11

697.047.200.988 988 194 24 AISI 304 L15 (1400) R11

697.047.200.1188 1188 194 24 AISI 304 L15 (1400) R11

GRATING - TYPE HIGH HEEL

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S

TYPE NO. G G1 H MATERIAL EN1253 (kg) NON-SLIP

697.037.200.788 788 194 24 AISI 304 L15 (1400) R13

697.037.200.988 988 194 24 AISI 304 L15 (1400) R13

697.037.200.1188 1188 194 24 AISI 304 L15 (1400) R13

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_OceanLine.pdf
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All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S
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Grating Type:	 O2 Grating		 High Heel Grating	 Shower Grating
		  Non-slip / 9 mm holes	 Non-slip / 7 mm holes	 8 x 8 mm holes 

Material grade:	 AISI 316L	

		  AISI 304	

Standard Length:	  800 mm   1000 mm    1200 mm
(If a customized length (min. 400 mm - max. 3.000 mm) is requested, please contact Customer Center)

Width: 	 208 mm outside (198 mm inside) - NOTE the width is fixed

Further details: 	 Channel matr. thickness 5 mm., Channel height excl. outlet box or pipe = 61 mm

BLÜCHER® OceanLine 

Outlet position:			   Accessories:	 	
			   Water trap* 
	 In center	 	 (removable)	 	 AND filter plate*	

			   OR 		  OR
	 In end	 	 P-water trap	 	 Filter basket*	

* Only with Ø110 mm outlet pipe (type H7-0126-001)

Keep in mind:
•	 �No slope in  

the channel
•	 �No flanged  

connections

198 mm

208 mm

OD

61

198 0
-1

208
23

0

50

140

K

61

198 mm

208 mm

OD

61

198 0
-1

140+1
 0

11
6

208

75

K

61

TYPE 2: 
With outlet pipe

BLÜCHER		  Thick walled pipe
dimension		  for welding
OD50 mm	 	 OD60,3 mm	
OD75 mm 	 	 OD76,1 mm	
OD110 mm 	 	 OD88,9 mm	

BLÜCHER		  Thick walled pipe
dimension		  for welding
OD50 mm	 	 OD60,3 mm	
OD75 mm 	 	 OD76,1 mm	
OD110 mm 	 	 OD88,9 mm	

TYPE 1: 
With outlet box
for water trap or
filter basket

Outlet position:	 Accessories:	
			   Water trap and support ring	    	 AND	
	 In center	 	 and grating (474.300.110 S)	  	 Filterplate
			   OR
			   Filter basket and support ring	    	 	
	 In end	 	 and grating (474.300.110 S)

			                      OR P-water trap		     

Outlet box type: 	 Vertical outlet	 Horizontal outlet

Outlet size: 

Outlet size: 

Finger hole

print

@

BLÜCHER® Channels 
- for marine applications

24066 January 2021

Click for more  
info in the  
Marine Channel  
brochure

http://blucher-marine.com
http://www.blucher-marine.com/fileadmin/user_upload/Marine/Product_catalogs/24079-Marine_Channels.pdf
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Applications
•	� For bathroom, shower areas, wet cabins, 

luxury suites, inside door openings, etc. 
•	 Available to suit most deck finishes

Highlights
• 	 Elegant design
• 	 Many different design gratings
• 	 Full flexibility

BLÜCHER®  
WaterLine 
- design shower channel

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Grating Line 
Grating Line 

Grating Line 
Grating Line

  
ATHENS 

COPENHAGEN 
DETROIT 

TOKYO

  
Grating Line 

Grating Line 
Grating Line 

  
OSLO 

VIENNA 
COPENHAGEN VINYL

FOR TILED FLOOR - with or without liquid or sheet membrane 

Standard Length:  300 mm   700 mm    800 mm    

  

 900 mm   1000 mm

  

(Up to 2000 mm length as customized channel -  

  

Tokyo grating up to 1000 mm)

FOR VINYL FLOOR  

Standard Length:  700 mm    800 mm    900 mm  1000 mm

  

(customized length not possible))

Material thickness: 1,5 mm material thickness

Outlet position:  In the end. Can be installed with outlet left or right  

and against wall(s) or away from wall(s).

Material grade: AISI 304

Further details/possibilities:  

  
• Longitudinal fall  

  
• Brushed finish 

  
• Range of different water traps

BLÜCHER® WaterLine 

BLÜCHER® Channels - for marine applications

24066 June 2020

Click for more  

info in the  

Marine Channel  

brochure

@

print

@

M
AIL FORM

PRINT FORM

WaterLine request form
Find it here: www.blucher-marine.com 

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_WaterLine.pdf
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Penetration

P-water trap

Penetration

P-water trap

Penetration

Water trap

Penetration

Water trap

Penetration

Water trap

Penetration

Water trap

Installation examples

Tiled floor - P-water trap 
BLÜCHER penetration type 868.105.050FS

Tiled floor - Built in water trap 
BLÜCHER penetration type 870.000.110FS

Vinyl floor - Built in water trap 
BLÜCHER penetration type 870.000.110FS

Gratings:
GRATING LINE
ATHENS

GRATING LINE
COPENHAGEN

GRATING LINE
DETROIT

GRATING LINE
OSLO

GRATING LINE
VIENNA

GRATING LINE
COPENHAGEN VINYL

GRATING LINE
TOKYO

CHANNELS FOR MARINE APPLICATIONS 19

•	 For tiled floor - with or without liquid or sheet membrane 
	 - �Standard length of 300, 700, 800, 900 and 1000 mm 
	 - �Up to 2000 mm length as customized channel  

(Tokyo grating only 1000 mm)
	 - �20 mm frame width
	 - Adjustable frame height
	 - �Can be installed with outlet left or right and against wall(s)  

or away from wall(s)

•	 For vinyl floor 
	 - �Standard length of 700, 800, 900 and 1000 mm  

(customized length not possible)
	
•	 All in stainless steel AISI 304/EN 1.4301
•	 Brushed finish

Details:

- design shower channel

Options:
•	 Range of different water traps
•	 Different design gratings
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BLÜCHER® WaterLine proposals ...

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Grating Line 
Grating Line 

Grating Line 
Grating Line

  
ATHENS 

COPENHAGEN 
DETROIT 

TOKYO

  
Grating Line 

Grating Line 
Grating Line 

  
OSLO 

VIENNA 
COPENHAGEN VINYL

FOR TILED FLOOR - with or without liquid or sheet membrane 

Standard Length:  300 mm   700 mm    800 mm    

  

 900 mm   1000 mm

  

(Up to 2000 mm length as customized channel -  

  

Tokyo grating up to 1000 mm)

FOR VINYL FLOOR  

Standard Length:  700 mm    800 mm    900 mm  1000 mm

  

(customized length not possible))

Material thickness: 1,5 mm material thickness

Outlet position:  In the end. Can be installed with outlet left or right  

and against wall(s) or away from wall(s).

Material grade: AISI 304

Further details/possibilities:  

  
• Longitudinal fall  

  
• Brushed finish 

  
• Range of different water traps

BLÜCHER® WaterLine 

BLÜCHER® Channels - for marine applications

24066 June 2020

Click for more  

info in the  

Marine Channel  

brochure

@

print

@

M
AIL FORM

PRINT FORM

WaterLine request form
Find it here: www.blucher-marine.com 

...  �you can also customize your own channel 
by using our WaterLine request form 
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Shower channel WaterLine for concrete and tiled floors

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

22

without membrane

SHOWER CHANNEL WATERLINE TYPE 178

Type no. EAN no. Name F

178.030.056.20 5705499138108 300 274
178.070.056.20 5705499138429 700 674
178.080.056.20 5705499138115 800 774
178.090.056.20 5705499138122 900 874
178.100.056.20 5705499138139 1000 974

TYPE NO. EAN NO. NAME F MATERIAL

178.030.056.20 5705499138108 50x300 274 AISI 304

178.070.056.20 5705499138429 50x700 674 AISI 304

178.080.056.20 5705499138115 50x800 774 AISI 304

178.090.056.20 5705499138122 50x900 874 AISI 304

178.100.056.20 5705499138139 50x1000 974 AISI 304
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Shower channel WaterLine for vinyl floors

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

25

SHOWER CHANNEL WATERLINE TYPE 275

Type no. EAN no. Name Z

275.070.056.20 5705499122527 700 717
275.080.056.20 5705499122534 800 817
275.090.056.20 5705499122541 900 917
275.100.056.20 5705499122558 1000 1017

Required distance from wall to long side of channel = 50mm
Required distance from wall to end of channel = 100mm

TYPE NO. EAN NO. NAME Z MATERIAL

275.070.056.20 5705499122527 50x700 717 AISI 304

275.080.056.20 5705499122534 50x800 817 AISI 304

275.090.056.20 5705499122541 50x900 917 AISI 304

275.100.056.20 5705499122558 50x1000 1017 AISI 304
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

30

Water traps

WATER TRAP 45° FOR WATERLINE
TO BE BUILT IN - CANNOT BE RETRO-FITTED

Type no. EAN no. D H S W1 D2 Max Flow (l/s)

510.003.075 5705499123074 75 120 50 117 75 0.8

Accurate flow rate depending on type of  grating.

WATER TRAP FOR WATERLINE, LOW MODEL
TO BE BUILT IN - CANNOT BE RETRO-FITTED

Type no. EAN no. D H S W1 D2

510.025.050 5705499134711 50 75 25 97 75

WATER TRAP FOR WATERLINE, VERTICAL MODEL
TO BE BUILT IN - CANNOT BE RETRO-FITTED

Type no. EAN no. D H S

510.004.110 5705499138535 110 121 50

Accurate flow rate depending on type of grating.

TYPE NO. EAN NO. D H S MAX FLOW (L/S)

510.004.110 5705499138535 110 121 50 0.9

Accurate flwing on type of grating.

WATER TRAP FOR WATERLINE, VERTICAL MODEL
TO BE BUILT IN - CANNOT BE RETRO-FITTED

SHOWER CHANNEL WATERLINE TYPE 275 
FOR VINYL FLOORING

CHANNEL WATERLINE TYPE 178
FOR TILED OR EPOXY FLOORING

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_WaterLine.pdf
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WaterLine request form
Find it here: www.blucher-marine.com 
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

30

Water traps

WATER TRAP 45° FOR WATERLINE
TO BE BUILT IN - CANNOT BE RETRO-FITTED

Type no. EAN no. D H S W1 D2 Max Flow (l/s)

510.003.075 5705499123074 75 120 50 117 75 0.8

Accurate flow rate depending on type of  grating.

WATER TRAP FOR WATERLINE, LOW MODEL
TO BE BUILT IN - CANNOT BE RETRO-FITTED

Type no. EAN no. D H S W1 D2

510.025.050 5705499134711 50 75 25 97 75

WATER TRAP FOR WATERLINE, VERTICAL MODEL
TO BE BUILT IN - CANNOT BE RETRO-FITTED

Type no. EAN no. D H S

510.004.110 5705499138535 110 121 50

Accurate flow rate depending on type of grating.

BLÜCHER® WaterLine proposals ...
GRATING LINE ATHENS

TYPE NO. EAN NO. G G1 T MAX FLOW (L/S) MATERIAL

697.005.030 5705499122794 232 50 1.5 0.7 AISI 304

697.005.070 5705499122800 632 50 1.5 0.9 AISI 304

697.005.080 5705499122817 732 50 1.5 0.9 AISI 304

697.005.090 5705499122824 832 50 1.5 0.9 AISI 304

697.005.100 5705499122831 932 50 1.5 0.9 AISI 304

Accurate flow rate depending on type of water trap.

GRATING LINE COPENHAGEN

TYPE NO. EAN NO. G G1 T MAX FLOW (L/S) MATERIAL

697.004.030 5705499119251 232 40 1.5 0.9 AISI 304

697.004.070 5705499119268 632 40 1.5 1.1 AISI 304

697.004.080 5705499119275 732 40 1.5 1.1 AISI 304

697.004.090 5705499119282 832 40 1.5 1.1 AISI 304

697.004.100 5705499119299 932 40 1.5 1.1 AISI 304

Accurate flow rate depending on type of water trap.

RATING LINE DETROIT

TYPE NO. EAN NO. G G1 T MAX FLOW (L/S) MATERIAL

697.006.030 5705499122862 232 50 1.5 0.6 AISI 304

697.006.070 5705499122879 632 50 1.5 0.7 AISI 304

697.006.080 5705499122886 732 50 1.5 0.7 AISI 304

697.006.090 5705499122893 832 50 1.5 0.7 AISI 304

697.006.100 5705499122909 932 50 1.5 0.7 AISI 304
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

26

Gratings

GRATING LINE ATHENS

Type no. EAN no. G G1 T Max Flow (l/s)

697.005.030 5705499122794 232 50 1.5 0.7
697.005.070 5705499122800 632 50 1.5 0.9
697.005.080 5705499122817 732 50 1.5 0.9
697.005.090 5705499122824 832 50 1.5 0.9
697.005.100 5705499122831 932 50 1.5 0.9

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE COPENHAGEN

Type no. EAN no. G G1 T Max Flow (l/s)

697.004.030 5705499119251 232 40 1.5 0.9
697.004.070 5705499119268 632 40 1.5 1.1
697.004.080 5705499119275 732 40 1.5 1.1
697.004.090 5705499119282 832 40 1.5 1.1
697.004.100 5705499119299 932 40 1.5 1.1

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE DETROIT

Type no. EAN no. G G1 T Max Flow (l/s)

697.006.030 5705499122862 232 50 1.5 0.6
697.006.070 5705499122879 632 50 1.5 0.7
697.006.080 5705499122886 732 50 1.5 0.7
697.006.090 5705499122893 832 50 1.5 0.7
697.006.100 5705499122909 932 50 1.5 0.7
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

26

Gratings

GRATING LINE ATHENS

Type no. EAN no. G G1 T Max Flow (l/s)

697.005.030 5705499122794 232 50 1.5 0.7
697.005.070 5705499122800 632 50 1.5 0.9
697.005.080 5705499122817 732 50 1.5 0.9
697.005.090 5705499122824 832 50 1.5 0.9
697.005.100 5705499122831 932 50 1.5 0.9

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE COPENHAGEN

Type no. EAN no. G G1 T Max Flow (l/s)

697.004.030 5705499119251 232 40 1.5 0.9
697.004.070 5705499119268 632 40 1.5 1.1
697.004.080 5705499119275 732 40 1.5 1.1
697.004.090 5705499119282 832 40 1.5 1.1
697.004.100 5705499119299 932 40 1.5 1.1

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE DETROIT

Type no. EAN no. G G1 T Max Flow (l/s)

697.006.030 5705499122862 232 50 1.5 0.6
697.006.070 5705499122879 632 50 1.5 0.7
697.006.080 5705499122886 732 50 1.5 0.7
697.006.090 5705499122893 832 50 1.5 0.7
697.006.100 5705499122909 932 50 1.5 0.7
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

26

Gratings

GRATING LINE ATHENS

Type no. EAN no. G G1 T Max Flow (l/s)

697.005.030 5705499122794 232 50 1.5 0.7
697.005.070 5705499122800 632 50 1.5 0.9
697.005.080 5705499122817 732 50 1.5 0.9
697.005.090 5705499122824 832 50 1.5 0.9
697.005.100 5705499122831 932 50 1.5 0.9

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE COPENHAGEN

Type no. EAN no. G G1 T Max Flow (l/s)

697.004.030 5705499119251 232 40 1.5 0.9
697.004.070 5705499119268 632 40 1.5 1.1
697.004.080 5705499119275 732 40 1.5 1.1
697.004.090 5705499119282 832 40 1.5 1.1
697.004.100 5705499119299 932 40 1.5 1.1

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE DETROIT

Type no. EAN no. G G1 T Max Flow (l/s)

697.006.030 5705499122862 232 50 1.5 0.6
697.006.070 5705499122879 632 50 1.5 0.7
697.006.080 5705499122886 732 50 1.5 0.7
697.006.090 5705499122893 832 50 1.5 0.7
697.006.100 5705499122909 932 50 1.5 0.7

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_WaterLine.pdf
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BLÜCHER® WaterLine proposals ...

BL
ÜC

H
ER

®
 D

RA
IN

 D
OM

ES
TI

C

Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

27

Gratings

GRATING LINE OSLO

Type no. EAN no. G G1 T Max Flow (l/s)

697.008.030 5705499122725 232 50 1.5 0.4
697.008.070 5705499122732 632 50 1.5 0.5
697.008.080 5705499122749 732 50 1.5 0.5
697.008.090 5705499122756 832 50 1.5 0.5
697.008.100 5705499122763 932 50 1.5 0.5

GRATING LINE VIENNA

Type no. EAN no. G G1 T Max Flow (l/s)

697.003.030 5705499119206 232 50 1.5 0.7
697.003.070 5705499119213 632 50 1.5 0.9
697.003.080 5705499119220 732 50 1.5 0.9
697.003.090 5705499119237 832 50 1.5 0.9
697.003.100 5705499119244 932 50 1.5 0.9

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE TOKYO

Type no. EAN no. G G1 H5 T Max Flow (l/s)

697.009.030 5705499126983 224 42 13 1.5 0.8
697.009.070 5705499126990 624 42 13 1.5 0.8
697.009.080 5705499127003 724 42 13 1.5 0.8
697.009.090 5705499127010 824 42 13 1.5 0.8
697.009.100 5705499127027 924 42 13 1.5 0.8

GRATING LINE OSLO

TYPE NO. EAN NO. G G1 T MAX FLOW (L/S) MATERIAL

697.008.030 5705499122725 232 50 1.5 0.4 AISI 304

697.008.070 5705499122732 632 50 1.5 0.5 AISI 304

697.008.080 5705499122749 732 50 1.5 0.5 AISI 304

697.008.090 5705499122756 832 50 1.5 0.5 AISI 304

697.008.100 5705499122763 932 50 1.5 0.5 AISI 304

Accurate flow rate depending on type of water trap.

GRATING LINE VIENNA

TYPE NO. EAN NO. G G1 T MAX FLOW (L/S) MATERIAL

697.003.030 5705499119206 232 50 1.5 0.7 AISI 304

697.003.070 5705499119213 632 50 1.5 0.9 AISI 304

697.003.080 5705499119220 732 50 1.5 0.9 AISI 304

697.003.090 5705499119237 832 50 1.5 0.9 AISI 304

697.003.100 5705499119244 932 50 1.5 0.9 AISI 304

Accurate flow rate depending on type of water trap.
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

27

Gratings

GRATING LINE OSLO

Type no. EAN no. G G1 T Max Flow (l/s)

697.008.030 5705499122725 232 50 1.5 0.4
697.008.070 5705499122732 632 50 1.5 0.5
697.008.080 5705499122749 732 50 1.5 0.5
697.008.090 5705499122756 832 50 1.5 0.5
697.008.100 5705499122763 932 50 1.5 0.5

GRATING LINE VIENNA

Type no. EAN no. G G1 T Max Flow (l/s)

697.003.030 5705499119206 232 50 1.5 0.7
697.003.070 5705499119213 632 50 1.5 0.9
697.003.080 5705499119220 732 50 1.5 0.9
697.003.090 5705499119237 832 50 1.5 0.9
697.003.100 5705499119244 932 50 1.5 0.9

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE TOKYO

Type no. EAN no. G G1 H5 T Max Flow (l/s)

697.009.030 5705499126983 224 42 13 1.5 0.8
697.009.070 5705499126990 624 42 13 1.5 0.8
697.009.080 5705499127003 724 42 13 1.5 0.8
697.009.090 5705499127010 824 42 13 1.5 0.8
697.009.100 5705499127027 924 42 13 1.5 0.8

GRATING LINE TOKYO

TYPE NO. EAN NO. G G1 HS T MAX FLOW (L/S) MATERIAL

697.009.030 5705499126983 224 42 13 1.5 0.8 AISI 304

697.009.070 5705499126990 624 42 13 1.5 0.8 AISI 304

697.009.080 5705499127003 724 42 13 1.5 0.8 AISI 304

697.009.090 5705499127010 824 42 13 1.5 0.8 AISI 304

697.009.100 5705499127027 924 42 13 1,5 0.8 AISI 304

Accurate flow rate depending on type of water trap.
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

27

Gratings

GRATING LINE OSLO

Type no. EAN no. G G1 T Max Flow (l/s)

697.008.030 5705499122725 232 50 1.5 0.4
697.008.070 5705499122732 632 50 1.5 0.5
697.008.080 5705499122749 732 50 1.5 0.5
697.008.090 5705499122756 832 50 1.5 0.5
697.008.100 5705499122763 932 50 1.5 0.5

GRATING LINE VIENNA

Type no. EAN no. G G1 T Max Flow (l/s)

697.003.030 5705499119206 232 50 1.5 0.7
697.003.070 5705499119213 632 50 1.5 0.9
697.003.080 5705499119220 732 50 1.5 0.9
697.003.090 5705499119237 832 50 1.5 0.9
697.003.100 5705499119244 932 50 1.5 0.9

If used with water trap type 510, please note that max flow through water trap is 0.8 l/s.

GRATING LINE TOKYO

Type no. EAN no. G G1 H5 T Max Flow (l/s)

697.009.030 5705499126983 224 42 13 1.5 0.8
697.009.070 5705499126990 624 42 13 1.5 0.8
697.009.080 5705499127003 724 42 13 1.5 0.8
697.009.090 5705499127010 824 42 13 1.5 0.8
697.009.100 5705499127027 924 42 13 1.5 0.8



23CHANNELS FOR MARINE APPLICATIONS

BLÜCHER® WaterLine proposals ...

TYPE NO. EAN NO. G G1 T MAX FLOW (L/S) MATERIAL

697.104.070 5705499122565 685 103 1.5 0.6 AISI 304

697.104.080 5705499122572 785 103 1.5 0.6 AISI 304

697.104.090 5705499122589 885 103 1.5 0.6 AISI 304

697.104.100 5705499122596 985 103 1.5 0.6 AISI 304

Accurate flow rate depending on type of water trap.

GRATING LINE COPENHAGEN VINYL
FOR WATERLINE SHOWER CHANNEL FOR VINYL FLOORS
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Accessories for WaterLine shower channels

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

28

Gratings

GRATING LINE COPENHAGEN VINYL
FOR WATERLINE SHOWER CHANNEL FOR VINYL FLOORS

Type no. EAN no. G G1 T Max Flow (l/s)

697.104.070 5705499122565 685 103 1.5 0.6
697.104.080 5705499122572 785 103 1.5 0.6
697.104.090 5705499122589 885 103 1.5 0.6
697.104.100 5705499122596 985 103 1.5 0.6

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Grating Line 
Grating Line 

Grating Line 
Grating Line

  
ATHENS 

COPENHAGEN 
DETROIT 

TOKYO

  
Grating Line 

Grating Line 
Grating Line 

  
OSLO 

VIENNA 
COPENHAGEN VINYL

FOR TILED FLOOR - with or without liquid or sheet membrane 

Standard Length:  300 mm   700 mm    800 mm    

  

 900 mm   1000 mm

  

(Up to 2000 mm length as customized channel -  

  

Tokyo grating up to 1000 mm)

FOR VINYL FLOOR  

Standard Length:  700 mm    800 mm    900 mm  1000 mm

  

(customized length not possible))

Material thickness: 1,5 mm material thickness

Outlet position:  In the end. Can be installed with outlet left or right  

and against wall(s) or away from wall(s).

Material grade: AISI 304

Further details/possibilities:  

  
• Longitudinal fall  

  
• Brushed finish 

  
• Range of different water traps

BLÜCHER® WaterLine 

BLÜCHER® Channels - for marine applications

24066 June 2020

Click for more  

info in the  

Marine Channel  

brochure

@

print

@

M
AIL FORM

PRINT FORM

WaterLine request form
Find it here: www.blucher-marine.com 

...  �you can also customize your own channel 
by using our WaterLine request form 

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_WaterLine.pdf
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Grating Type:	 Grating Line	 Grating Line	 Grating Line	 Grating Line
		  ATHENS	 COPENHAGEN	 DETROIT	 TOKYO

		  Grating Line	 Grating Line	 Grating Line	
		  OSLO	 VIENNA	 COPENHAGEN VINYL

FOR TILED FLOOR - with or without liquid or sheet membrane	

Standard Length:	  300 mm   700 mm    800 mm    

		   900 mm   1000 mm

		  (Up to 2000 mm length as customized channel -  
		  Tokyo grating up to 1000 mm)

FOR VINYL FLOOR 	

Standard Length:	  700 mm    800 mm    900 mm  1000 mm

		  (customized length not possible))

Material thickness:	 1,5 mm material thickness

Outlet position:	� In the end. Can be installed with outlet left or right  

and against wall(s) or away from wall(s).

Material grade:	 AISI 304

Further details/possibilities: 	

		  • Longitudinal fall  

		  • Brushed finish 

		  • Range of different water traps

BLÜCHER® WaterLine BLÜCHER® Channels 
- for marine applications

24066 June 2020

Click for more  
info in the  
Marine Channel  
brochure

@

print

@

http://blucher-marine.com
http://www.blucher-marine.com/fileadmin/user_upload/Marine/Product_catalogs/ChannelsMarineApplications.pdf
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Applications
•	� For galleys, pantries, door openings,  

outside deck areas 
•	� Available to suit all deck finishes

Highlights
• �	 Standard or customised solutions 
• 	 Hygienic design
• 	� Gratings for any purpose and load class

BLÜCHER®  
MarineLine 
- Design your own solution

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Shower grating 
Tiled/epoxy grating Ladder grating Ladder grating

  
 

 

 

non-tilt

  
Mesh grating 

Slot grating 
Ladder grating HygenicPro® grating

  
 

 

- fully welded

Material grade: AISI 316L 

  
AISI 304 

Length:  
             

             
       mm. (Can be customized as per request)

Width:     150,    200,    300,    400,    500,    600,    700,    800 mm

Height:           
             

             
            M

inimum height possible is 40 mm (only in 2 mm thickness)

Material thickness: 2 mm material thickness  

Further details/possibilities: 

  
• Cross/Longitudinal fall for efficient self cleaning 

  
• Channel in customized designs e.g. L, U and T shape is possible 

  
• Can alternatively be supplied in 3-4 mm thickness for direct welding 

  
• For further information please contact our Customer Center

BLÜCHER® MarineLine 

Outlet size:  Ø110 mm

Outlet position:  In center 

  
In end 

Accessories: Water trap 

  
(removable)  

 AND filter plate 

  
OR 

  
P-water trap  

  
OR

  
Filter basket  

To be used together 

with a BLÜCHER® 

Marine lower part

BLÜCHER® Channels - for marine applications

24066 June 2020

Click for more  
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MarineLine request form
Find it here: www.blucher-marine.com 

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_MarineLine.pdf
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Applications
•	� For galleys, pantries, door openings,  

outside deck areas 
•	� Available to suit all deck finishes

Highlights
• �	 Standard or customised solutions 
• 	 Hygienic design
• 	� Gratings for any purpose and load class

•	 Length: customized as per request
•	 Width: 150, 200, 300, 400, 500, 600, 700 and 800 mm
•	 Height: Minimum height 40 mm
	 2 mm material thickness
	� (Can alternatively be supplied as customized channels in  

3-4 mm thickness for direct welding on deck.  
Please contact our Customer Center for further information).

•	 Stainless steel AISI 316L (EN 1.4404) & AISI 304 (EN 1.4301)
•	 All standard gratings can be installed
•	 Cross/Longitudinal fall for high self cleaning
•	 Channels in customized designs e.g. L, U and T shape
•	 To be used together with the BLÜCHER Marine lower parts

Details:

Gratings:

Outlet:
•	 Outlet pipe dimension is Ø110 mm
•	 Outlet placed in end or center

TILED/EPOXY 
GRATING 

LADDER GRATING  
NON-TILT 

MESH 
GRATING

SLOT  
GRATING 

HygienicPro 
GRATING 

SHOWER  
GRATING 

LADDER 
GRATING 
fully welded 

Be inspired ...
Type 670		�  Channel for concrete,  

tiled and resin floors
Width:		  150, 200, 300 or 400 mm
Length:		  1 - 6 metres

Type 671		�  Channel with outlet box  
for concrete, tiled and resin floors

Width:		  150 mm 
Length:		  1 - 6 metres

Type 673		�  20 mm slot channel with  
outlet box for concrete,  
tiled and resin floors

Width:		  20 mm
Length:		  1 - 12 metres
Grating:		  For outlet box only

Type 674		�  Channel with 50 mm liquid membrane 			 
flange for concrete, tiled and resin floors

Width:		  150, 200, 300 or 400 mm
Length:		  0,9 - 6 metres

Type 677		�  8 mm slot channel with 50 mm  
liquid membrane flange for concrete,  
tiled and resin floors

Width:		  8 mm
Length:		  1-3 metres

Type 672		  Channel for vinyl floors
Width:		  150, 200, 300 or 400 mm
Length:		  0,9 - 6 metres

LADDER 
GRATING 

- Design your own solution

27CHANNELS FOR MARINE APPLICATIONS

Options:

or or oror or
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Channels for concrete, tiled and resin floors

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

24

without membrane

CHANNEL TYPE 670
CENTER OUTLET

Type no. EAN no. Name D F F1 H H1 H5 I I1 W3

670CH010-05BA 5705499129427 150x1000 110 1040 187 152 62 90 1000 147 520
670CH015-08BA 5705499129434 150x1500 110 1540 187 152 62 90 1500 147 770
670CH020-10BA 5705499129441 150x2000 110 2040 187 152 62 90 2000 147 1020
670CH030-15BA 5705499129458 150x3000 110 3056 187 152 62 90 3016 147 1528
670CH040-20BA 5705499129472 150x4000 110 4072 187 152 62 90 4032 147 2036
670CH050-25BA 5705499129496 150x5000 110 5072 187 152 62 90 5032 147 2536
670CH060-30BA 5705499129519 150x6000 110 6088 187 152 62 90 6048 147 3044
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670DH010-05BA 5705499129533 200x1000 110 1040 237 152 62 90 1000 197 520
670DH015-08BA 5705499129557 200x1500 110 1540 237 152 62 90 1500 197 770
670DH020-10BA 5705499129571 200x2000 110 2040 237 152 62 90 2000 197 1020
670DH030-15BA 5705499129595 200x3000 110 3056 237 152 62 90 3016 197 1528
670DH040-20BA 5705499129618 200x4000 110 4072 237 152 62 90 4032 197 2036
670DH050-25BA 5705499129632 200x5000 110 5072 237 152 62 90 5032 197 2536
670DH060-30BA 5705499129656 200x6000 110 6088 237 152 62 90 6048 197 3044
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670DK010-05BA 5705499129663 200x1000 160 1040 237 170 80 90 1000 197 520
670DK015-08BA 5705499129670 200x1500 160 1540 237 170 80 90 1500 197 770
670DK020-10BA 5705499129687 200x2000 160 2040 237 170 80 90 2000 197 1020
670DK030-15BA 5705499129694 200x3000 160 3056 237 170 80 90 3016 197 1528
670DK040-20BA 5705499129717 200x4000 160 4072 237 170 80 90 4032 197 2036
670DK050-25BA 5705499129731 200x5000 160 5072 237 170 80 90 5032 197 2536
670DK060-30BA 5705499129755 200x6000 160 6088 237 170 80 90 6048 197 3044
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670EK010-05BA 5705499129779 300x1000 160 1040 337 170 80 90 1000 297 520
670EK015-08BA 5705499129816 300x1500 160 1540 337 170 80 90 1500 297 770
670EK020-10BA 5705499129830 300x2000 160 2040 337 170 80 90 2000 297 1020
670EK030-15BA 5705499129854 300x3000 160 3056 337 170 80 90 3016 297 1528
670EK040-20BA 5705499129878 300x4000 160 4072 337 170 80 90 4032 297 2036
670EK050-25BA 5705499129892 300x5000 160 5072 337 170 80 90 5032 297 2536
670EK060-30BA 5705499129915 300x6000 160 6088 337 170 80 90 6048 297 3044
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670FK010-05BA 5705499129939 400x1000 160 1040 437 170 80 90 1000 397 520
670FK015-08BA 5705499129953 400x1500 160 1540 437 170 80 90 1500 397 770
670FK020-10BA 5705499129977 400x2000 160 2040 437 170 80 90 2000 397 1020
670FK030-15BA 5705499129991 400x3000 160 3056 437 170 80 90 3016 397 1528
670FK040-20BA 5705499130010 400x4000 160 4072 437 170 80 90 4032 397 2036
670FK050-25BA 5705499130034 400x5000 160 5072 437 170 80 90 5032 397 2536
670FK060-30BA 5705499130058 400x6000 160 6088 437 170 80 90 6048 397 3044
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Channels for concrete, tiled and resin floors

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

23

without membrane

CHANNEL TYPE 670
END OUTLET

Type no. EAN no. Name D F F1 H H1 H5 I I1 W3

670CH010-00BA 5705499125726 150x1000 110 1040 187 152 62 90 1000 147 80
670CH012-00BA 5705499135039 150x1200 110 1240 187 152 62 90 1200 147 80
670CH015-00BA 5705499125733 150x1500 110 1540 187 152 62 90 1500 147 80
670CH020-00BA 5705499125740 150x2000 110 2040 187 152 62 90 2000 147 80
670CH030-00BA 5705499125757 150x3000 110 3056 187 152 62 90 3016 147 80
670CH040-00BA 5705499129465 150x4000 110 4072 187 182 62 120 4032 147 80
670CH050-00BA 5705499129489 150x5000 110 5072 187 182 62 120 5032 147 80
670CH060-00BA 5705499129502 150x6000 110 6088 187 182 62 120 6048 147 80
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670DH010-00BA 5705499129526 200x1000 110 1040 237 152 62 90 1000 197 80
670DH015-00BA 5705499129540 200x1500 110 1540 237 152 62 90 1500 197 80
670DH020-00BA 5705499129564 200x2000 110 2040 237 152 62 90 2000 197 80
670DH030-00BA 5705499129588 200x3000 110 3056 237 152 62 90 3016 197 80
670DH040-00BA 5705499129601 200x4000 110 4072 237 182 62 120 4032 197 80
670DH050-00BA 5705499129625 200x5000 110 5072 237 182 62 120 5032 197 80
670DH060-00BA 5705499129649 200x6000 110 6088 237 182 62 120 6048 197 80
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670DK010-00BA 5705499125771 200x1000 160 1040 237 170 80 90 1000 197 105
670DK015-00BA 5705499125788 200x1500 160 1540 237 170 80 90 1500 197 105
670DK020-00BA 5705499125795 200x2000 160 2040 237 170 80 90 2000 197 105
670DK030-00BA 5705499125801 200x3000 160 3056 237 170 80 90 3016 197 105
670DK040-00BA 5705499129700 200x4000 160 4072 237 200 80 120 4032 197 105
670DK050-00BA 5705499129724 200x5000 160 5072 237 200 80 120 5032 197 105
670DK060-00BA 5705499129748 200x6000 160 6088 237 200 80 120 6048 197 105
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670EK010-00BA 5705499129762 300x1000 160 1040 337 170 80 90 1000 297 105
670EK015-00BA 5705499129809 300x1500 160 1540 337 170 80 90 1500 297 105
670EK020-00BA 5705499129823 300x2000 160 2040 337 170 80 90 2000 297 105
670EK030-00BA 5705499129847 300x3000 160 3056 337 170 80 90 3016 297 105
670EK040-00BA 5705499129861 300x4000 160 4072 337 200 80 120 4032 297 105
670EK050-00BA 5705499129885 300x5000 160 5072 337 200 80 120 5032 297 105
670EK060-00BA 5705499129908 300x6000 160 6088 337 200 80 120 6048 297 105
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
670FK010-00BA 5705499129922 400x1000 160 1040 437 170 80 90 1000 397 105
670FK015-00BA 5705499129946 400x1500 160 1540 437 170 80 90 1500 397 105
670FK020-00BA 5705499129960 400x2000 160 2040 437 170 80 90 2000 397 105
670FK030-00BA 5705499129984 400x3000 160 3056 437 170 80 90 3016 397 105
670FK040-00BA 5705499130003 400x4000 160 4072 437 200 80 120 4032 397 105
670FK050-00BA 5705499130027 400x5000 160 5072 437 200 80 120 5032 397 105
670FK060-00BA 5705499130041 400x6000 160 6088 437 200 80 120 6048 397 105

BLÜCHER® MarineLine proposals ...

...  �you can also customize your own channel 
by using our MarineLine request form 

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Shower grating 
Tiled/epoxy grating Ladder grating Ladder grating

  
 

 

 

non-tilt

  
Mesh grating 

Slot grating 
Ladder grating HygenicPro® grating

  
 

 

- fully welded

Material grade: AISI 316L 

  
AISI 304 

Length:  
             

             
       mm. (Can be customized as per request)

Width:     150,    200,    300,    400,    500,    600,    700,    800 mm

Height:           
             

             
            M

inimum height possible is 40 mm (only in 2 mm thickness)

Material thickness: 2 mm material thickness  

Further details/possibilities: 

  
• Cross/Longitudinal fall for efficient self cleaning 

  
• Channel in customized designs e.g. L, U and T shape is possible 

  
• Can alternatively be supplied in 3-4 mm thickness for direct welding 

  
• For further information please contact our Customer Center

BLÜCHER® MarineLine 

Outlet size:  Ø110 mm

Outlet position:  In center 

  
In end 

Accessories: Water trap 

  
(removable)  

 AND filter plate 

  
OR 

  
P-water trap  

  
OR

  
Filter basket  

To be used together 

with a BLÜCHER® 

Marine lower part

BLÜCHER® Channels - for marine applications
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Click for more  

info in the  

Marine Channel  

brochure
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MarineLine request form
Find it here: www.blucher-marine.com 

CHANNEL TYPE 670 
FOR TILES AND EPOXY FLOORING - END OUTLET

TYPE NO. EAN NO. NAME D F F1 H H1 H5 I I1 W3

670CH010-00BA 5705499125726 150x1000 110 1040 187 152 62 90 1000 147 80

670CH015-00BA 5705499125733 150x1500 110 1540 187 152 62 90 1500 147 80

670CH020-00BA 5705499125740 150x2000 110 2040 187 152 62 90 2000 147 80

670CH030-00BA 5705499125757 150x3000 110 3056 187 152 62 90 3016 147 80

670DH010-00BA 5705499129526  200x1000 110  1040  237 152 62  90  1000 197  80

670DH015-00BA 5705499129540 200x1500 110 1540 237 152 62 90 1500 197 80

670DH020-00BA 5705499129564 200x2000 110 2040 237 152 62 90 2000 197 80

670DH030-00BA 5705499129588 200x3000 110 3056 237 152 62 90 3016 197 80

CHANNEL TYPE 670 
FOR TILES AND EPOXY FLOORING - CENTER OUTLET

TYPE NO. EAN NO. NAME D F F1 H H1 H5 I I1 W3

670CH010-05BA 5705499129427 150x1000 110 1040 187 152 62 90 1000 147 520

670CH015-08BA 5705499129434 150x1500 110 1540 187 152 62 90 1500 147 770

670CH020-10BA 5705499129441 150x2000 110 2040 187 152 62 90 2000 147 1020

670CH030-15BA 5705499129458 150x3000 110 3056 187 152 62 90 3016 147 1528

670DH010-05BA 5705499129533  200x1000 110 1040 237 152 62 90  1000 197 520

670DH015-08BA 5705499129557 200x1500 110 1540 237 152 62 90 1500 197 770

670DH020-10BA 5705499129571 200x2000 110 2040 237 152 62 90 2000 197 1020

670DH030-15BA 5705499129595 200x3000 110 3056 237 152 62 90 3016 197 1528

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_MarineLine.pdf
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Channels for vinyl floors

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

34

CHANNEL TYPE 672
CENTER OUTLET

Type no. EAN no. Name D F F1 H H1 H5 I I1 W3

672CH010-05BA 5705499130140 150x1000 110 1088 235 152 62 90 1000 147 544
672CH015-08BA 5705499130157 150x1500 110 1588 235 152 62 90 1500 147 794
672CH020-10BA 5705499130164 150x2000 110 2088 235 152 62 90 2000 147 1044
672CH030-15BA 5705499130171 150x3000 110 3104 235 152 62 90 3016 147 1552
672CH040-20BA 5705499130195 150x4000 110 4120 235 152 62 90 4032 147 2060
672CH050-25BA 5705499130218 150x5000 110 5120 235 152 62 90 5032 147 2560
672CH060-30BA 5705499130232 150x6000 110 6136 235 152 62 90 6048 147 3068
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672DH010-05BA 5705499130256 200x1000 110 1088 285 152 62 90 1000 197 544
672DH015-08BA 5705499130270 200x1500 110 1588 285 152 62 90 1500 197 794
672DH020-10BA 5705499130294 200x2000 110 2088 285 152 62 90 2000 197 1044
672DH030-15BA 5705499130317 200x3000 110 3104 285 152 62 90 3016 197 1552
672DH040-20BA 5705499130331 200x4000 110 4120 285 152 62 90 4032 197 2060
672DH050-25BA 5705499130355 200x5000 110 5120 285 152 62 90 5032 197 2560
672DH060-30BA 5705499130379 200x6000 110 6136 285 152 62 90 6048 197 3068
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672DK010-05BA 5705499130386 200x1000 160 1088 285 170 80 90 1000 197 544
672DK015-08BA 5705499130393 200x1500 160 1588 285 170 80 90 1500 197 794
672DK020-10BA 5705499130409 200x2000 160 2088 285 170 80 90 2000 197 1044
672DK030-15BA 5705499130416 200x3000 160 3104 285 170 80 90 3016 197 1552
672DK040-20BA 5705499130430 200x4000 160 4120 285 170 80 90 4032 197 2060
672DK050-25BA 5705499130454 200x5000 160 5120 285 170 80 90 5032 197 2560
672DK060-30BA 5705499130478 200x6000 160 6136 285 170 80 90 6048 197 3068
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672EK010-05BA 5705499124873 300x1000 160 1088 385 170 80 90 1000 297 544
672EK015-08BA 5705499124880 300x1500 160 1588 385 170 80 90 1500 297 794
672EK020-10BA 5705499124897 300x2000 160 2088 385 170 80 90 2000 297 1044
672EK030-15BA 5705499124903 300x3000 160 3104 385 170 80 90 3016 297 1552
672EK040-20BA 5705499130546 300x4000 160 4120 385 170 80 90 4032 297 2060
672EK050-25BA 5705499130577 300x5000 160 5120 385 170 80 90 5032 297 2560
672EK060-30BA 5705499130591 300x6000 160 6136 385 170 80 90 6048 297 3068
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672FK010-05BA 5705499130614 400x1000 160 1088 485 170 80 90 1000 397 544
672FK015-08BA 5705499130638 400x1500 160 1588 485 170 80 90 1500 397 794
672FK020-10BA 5705499130652 400x2000 160 2088 485 170 80 90 2000 397 1044
672FK030-15BA 5705499130676 400x3000 160 3104 485 170 80 90 3016 397 1552
672FK040-20BA 5705499130706 400x4000 160 4120 485 170 80 90 4032 397 2060
672FK050-25BA 5705499130720 400x5000 160 5120 485 170 80 90 5032 397 2560
672FK060-30BA 5705499130744 400x6000 160 6136 485 170 80 90 6048 397 3068

BL
ÜC

H
ER

®
 C

H
AN

NE
L

Channels for vinyl floors

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

33

CHANNEL TYPE 672
END OUTLET

Type no. EAN no. Name D F F1 H H1 H5 I I1 W3

672CH009-00BA 5705499124224 150x900 110 988 235 152 62 90 900 147 105
672CH010-00BA 5705499124798 150x1000 110 1088 235 152 62 90 1000 147 105
672CH011-00BA 5705499135053 150x1100 110 1188 235 152 62 90 1100 147 105
672CH012-00BA 5705499124231 150x1200 110 1288 235 152 62 90 1200 147 105
672CH014-00BA 5705499124248 150x1400 110 1488 235 152 62 90 1400 147 105
672CH015-00BA 5705499124804 150x1500 110 1588 235 152 62 90 1500 147 105
672CH020-00BA 5705499124811 150x2000 110 2088 235 152 62 90 2000 147 105
672CH030-00BA 5705499124828 150x3000 110 3104 235 152 62 90 3016 147 105
672CH040-00BA 5705499130188 150x4000 110 4120 235 182 62 120 4032 147 105
672CH050-00BA 5705499130201 150x5000 110 5120 235 182 62 120 5032 147 105
672CH060-00BA 5705499130225 150x6000 110 6136 235 182 62 120 6048 147 105
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672DH010-00BA 5705499130249 200x1000 110 1088 285 152 62 90 1000 197 105
672DH015-00BA 5705499130263 200x1500 110 1588 285 152 62 90 1500 197 105
672DH020-00BA 5705499130287 200x2000 110 2088 285 152 62 90 2000 197 105
672DH030-00BA 5705499130300 200x3000 110 3104 285 152 62 90 3016 197 105
672DH040-00BA 5705499130324 200x4000 110 4120 285 182 62 120 4032 197 105
672DH050-00BA 5705499130348 200x5000 110 5120 285 182 62 120 5032 197 105
672DH060-00BA 5705499130362 200x6000 110 6136 285 182 62 120 6048 197 105
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672DK010-00BA 5705499124835 200x1000 160 1088 285 170 80 90 1000 197 130
672DK015-00BA 5705499124842 200x1500 160 1588 285 170 80 90 1500 197 130
672DK020-00BA 5705499124859 200x2000 160 2088 285 170 80 90 2000 197 130
672DK030-00BA 5705499124866 200x3000 160 3104 285 170 80 90 3016 197 130
672DK040-00BA 5705499130423 200x4000 160 4120 285 200 80 120 4032 197 130
672DK050-00BA 5705499130447 200x5000 160 5120 285 200 80 120 5032 197 130
672DK060-00BA 5705499130461 200x6000 160 6136 285 200 80 120 6048 197 130
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672EK010-00BA 5705499130485 300x1000 160 1088 385 170 80 90 1000 297 130
672EK015-00BA 5705499130492 300x1500 160 1588 385 170 80 90 1500 297 130
672EK020-00BA 5705499130508 300x2000 160 2088 385 170 80 90 2000 297 130
672EK030-00BA 5705499130515 300x3000 160 3104 385 170 80 90 3016 297 130
672EK040-00BA 5705499130522 300x4000 160 4120 385 200 80 120 4032 297 130
672EK050-00BA 5705499130553 300x5000 160 5120 385 200 80 120 5032 297 130
672EK060-00BA 5705499130584 300x6000 160 6136 385 200 80 120 6048 297 130
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
672FK010-00BA 5705499130607 400x1000 160 1088 485 170 80 90 1000 397 130
672FK015-00BA 5705499130621 400x1500 160 1588 485 170 80 90 1500 397 130
672FK020-00BA 5705499130645 400x2000 160 2088 485 170 80 90 2000 397 130
672FK030-00BA 5705499130669 400x3000 160 3104 485 170 80 90 3016 397 130
672FK040-00BA 5705499130683 400x4000 160 4120 485 200 80 120 4032 397 130
672FK050-00BA 5705499130713 400x5000 160 5120 485 200 80 120 5032 397 130
672FK060-00BA 5705499130737 400x6000 160 6136 485 200 80 120 6048 397 130

BLÜCHER® MarineLine proposals ...

MarineLine request form
Find it here: www.blucher-marine.com 

CHANNEL TYPE 672 
FOR VINYL FLOORING - END OUTLET

TYPE NO. EAN NO. NAME D F F1 H H1 H5 I I1 W3

672CH010-00BA 5705499124798 150x1000 110 1088 235 152 62 90 1000 147 105

672CH015-00BA 5705499124804 150x1500 110 1588 235 152 62 90 1500 147 105

672CH020-00BA 5705499124811 150x2000 110 2088 235 152 62 90 2000 147 105

672CH030-00BA 5705499124828 150x3000 110 3104 235 152 62 90 3016 147 105

 

672DH010-00BA 5705499130249 200x1000 110 1088 285 152 62 90 1000 197 105

672DH015-00BA 5705499130263 200x1500 110 1588 285 152 62 90 1500 197 105

672DH020-00BA 5705499130287 200x2000 110 2088 285 152 62 90 2000 197 105

672DH030-00BA 5705499130300 200x3000 110 3104 285 152 62 90 3016 197 105

CHANNEL TYPE 672 
FOR VINYL FLOORING  - CENTER OUTLET

TYPE NO. EAN NO. NAME D F F1 H H1 H5 I I1 W3

672CH010-05BA 5705499130140 150x1000 110 1088 235 152 62 90 1000 147 544

672CH015-08BA 5705499130157 150x1500 110 1588 235 152 62 90 1500 147 794

672CH020-10BA 5705499130164 150x2000 110 2088 235 152 62 90 2000 147 1044

672CH030-15BA 5705499130171 150x3000 110 3104 235 152 62 90 3016 147 1552

672DH010-05BA 5705499130256 200x1000 110 1088 285 152 62 90 1000 197 544

672DH015-08BA 5705499130270 200x1500 110 1588 285 152 62 90 1500 197 794

672DH020-10BA 5705499130294 200x2000 110 2088 285 152 62 90 2000 197 1044

672DH030-15BA 5705499130317 200x3000 110 3104 285 152 62 90 3016 197 1552

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_MarineLine.pdf
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

46

Gratings

SHOWER GRATING CHANNEL

Type no. EAN no. Name G G1 H EN1253 (kg) Non slip

697.015.150.50 5705499103182 150x500 499 144 25 K3 (500) R10
697.015.150.50 S 5705499103199 150x500 499 144 25 K3 (500) R10
697.015.150.99 5705499117394 150x1000 998 144 25 K3 (500) R10
697.015.150.99 S 5705499117400 150x1000 998 144 25 K3 (500) R10
697.015.200.50 5705499117424 200x500 499 194 25 K3 (400) R10
697.015.200.99 5705499124538 200x1000 998 194 25 K3 (400) R10
697.015.200.99 S 5705499124545 200x1000 998 194 25 K3 (400) R10

SLOT GRATING SQUARE

Type no. EAN no. Name G H EN1253 (kg) Non slip

790.168.000.10 5705499113440 200x200 170x170 25 R50 (5.000) R10
790.168.000.10 S 5705499113457 200x200 170x170 25 R50 (5.000) R10
790.218.000.10 5705499128710 250x250 220x220 25 R50 (5.000) R10
790.268.000.10 5705499113648 300x300 270x270 25 R50 (6.000) R10
790.268.000.10 S 5705499104660 300x300 270x270 25 R50 (6.000) R10

MESH GRATING SQUARE

Type no. EAN no. Name G G1 H EN1253 (kg) Non slip

790.168.000.22 5705499113464 200x200 168x168 25 L15 (2.000) R12
790.168.000.22 S 5705499113471 200x200 168x168 25 L15 (2.000) R12
790.218.000.22 5705499128680 250x250 218x218 25 L15 (1.250) R12
790.268.000.22 5705499113655 300x300 268x268 25 L15 (1.750) R12
790.268.000.22 S 5705499113662 300x300 268x268 25 L15 (1.750) R12
696.223.394.395 5705499117356 400x400 394x394 25 L15 (1.500) R12

Continues on next page

BLÜCHER® MarineLine proposals ...
MESH GRATING CHANNEL

TYPE NO. EAN NO. NAME G G1 H EN1253 (kg) NON SLIP

696.223.144.49 5705499124415 150x500 499 144 25 R50 (3.500) R12

696.223.144.99 5705499124439 150x1000 998 144 25 R50 (3.500) R12

696.223.194.49 5705499124477 200x500 499 194 25 R50 (4.000) R12

696.223.194.99 5705499124491 200x1000 998 194 25 R50 (4.000) R12

SHOWER GRATING CHANNEL

TYPE NO. EAN NO. NAME G G1 H EN1253 (kg) NON SLIP

697.015.150.50 5705499103182 150x500 499 144 25 K3 (500) R10

697.015.150.99 5705499117394 150x1000 998 144 25 K3 (500) R10

697.015.200.50 5705499117424 200x500 499 194 25 K3 (400) R10

697.015.200.99 5705499124538 200x1000 998 194 25 K3 (400) R10

HYGIENICPRO GRATING CHANNEL

TYPE NO. EAN NO. NAME G G1 H EN1253 (kg) NON SLIP

697.250.150.50 5705499117868 150x500 499 145 25 M125 (10.000) R10

697.250.200.50 5705499117967 200x500 499 195 25 M125 (10.000) R10
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

43

Gratings

SLOT GRATING CHANNEL

Type no. EAN no. Name G G1 H H5 X5 EN1253 (kg) EN1433 (kg) Non slip

697.200.150.49 5705499124552 150x500 499 145 25 10 131 M125 (14.000) C250 (20.000) R10
697.200.150.99 5705499115499 150x1000 998 145 25 10 131 M125 (14.000) C250 (20.000) R10
697.200.200.50 5705499126884 200x500 499 195 25 10 181 N250 (20.000) B125 (8.333) R10
697.200.200.99 5705499115529 200x1000 998 195 25 10 181 N250 (20.000) B125 (8.333) R10
697.200.300.50 5705499131598 300x500 499 295 25 10 281 M125 (13.000) B125 (17.000) R10
697.200.300.99 5705499131604 300x1000 998 295 25 10 281 M125 (13.000) B125 (17.000) R10

MESH GRATING CHANNEL

Type no. EAN no. Name G G1 H EN1253 (kg) EN1433 (kg) Non slip

696.223.144.49 5705499124415 150x500 499 144 25 R50 (3.500) B125 (9.000) R12
696.223.144.49 S 5705499124422 150x500 499 144 25 R50 (3.500) B125 (9.000) R12
696.223.144.99 5705499124439 150x1000 998 144 25 R50 (3.500) B125 (9.000) R12
696.223.144.99 S 5705499124446 150x1000 998 144 25 R50 (3.500) B125 (9.000) R12
696.223.194.49 5705499124477 200x500 499 194 25 R50 (4.000) A15 (4.000) R12
696.223.194.49 S 5705499124484 200x500 499 194 25 R50 (4.000) A15 (4.000) R12
696.223.194.99 5705499124491 200x1000 998 194 25 R50 (4.000) A15 (4.000) R12
696.223.194.99 S 5705499124507 200x1000 998 194 25 R50 (4.000) A15 (4.000) R12
696.223.294.49 5705499131505 300x500 499 294 25 L15 (2.000) A15 (4.000) R12
696.223.294.99 5705499131512 300x1000 998 294 25 L15 (2.000) A15 (4.000) R12
696.223.394.49 5705499131529 400x500 499 394 25 A15 (4.000) R12
696.223.394.99 5705499131536 400x1000 998 394 25 A15 (4.000) R12
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

45

Gratings

HYGIENICPRO GRATING CHANNEL

Type no. EAN no. Name G G1 H EN1253 (kg) EN1433 (kg) Non slip

697.250.150.50 5705499117868 150x500 499 145 25 M125 (10.000) C250 (16.666) R10
697.250.150.50 S 5705499138580 150x500 499 145 25 M125 (10.000) C250 (16.666) R10
697.250.200.50 5705499117967 200x500 499 195 25 M125 (10.000) B125 (13.000) R10
697.250.200.50 S 5705499138597 200x500 499 195 25 M125 (10.000) B125 (13.000) R10
697.250.300.50 5705499133103 300x500 499 295 40 N250 (20.000) C250 (20.000) R10
697.250.300.50 S 5705499138689 300x500 499 295 40 N250 (20.000) C250 (20.000) R10

HYGIENICPRO GRATING CHANNEL
ROUNDED IN ONE END

Type no. EAN no. Name G G1 H EN1253 (kg) EN1433 (kg) Non slip

697.250.150.57 5705499137910 150x500 572 145 25 M125 (10.000) C250 (16.666) R10
697.250.150.57 S 5705499138696 150x500 572 145 25 M125 (10.000) C250 (16.666) R10

TILED/EPOXY GRATING CHANNEL

Type no. EAN no. Name G G1 H H5 X5 EN1253 (kg) EN1433 (kg)

697.020.150.49 5705499128574 150x500 499 145 26 18 131 K3 (900) A15 (2.000)
697.020.200.49 5705499128581 200x500 499 195 26 18 181 L15 (1.800) A15 (1.400)
697.020.300.49 5705499128598 300x500 499 295 26 18 281 K3 (600) A15 (2.250)

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S
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BLÜCHER® MarineLine proposals ...
TILED/EPOXY GRATING CHANNEL

TYPE NO. EAN NO. NAME G G1 H H5 X5 EN1253 (KG)

697.020.150.49 5705499128574 150x500 499 145 26 18 131 K3 (900)

697.020.200.49 5705499128581 200x500 499 195 26 18 181 L15 (1.800)
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

45

Gratings

HYGIENICPRO GRATING CHANNEL

Type no. EAN no. Name G G1 H EN1253 (kg) EN1433 (kg) Non slip

697.250.150.50 5705499117868 150x500 499 145 25 M125 (10.000) C250 (16.666) R10
697.250.150.50 S 5705499138580 150x500 499 145 25 M125 (10.000) C250 (16.666) R10
697.250.200.50 5705499117967 200x500 499 195 25 M125 (10.000) B125 (13.000) R10
697.250.200.50 S 5705499138597 200x500 499 195 25 M125 (10.000) B125 (13.000) R10
697.250.300.50 5705499133103 300x500 499 295 40 N250 (20.000) C250 (20.000) R10
697.250.300.50 S 5705499138689 300x500 499 295 40 N250 (20.000) C250 (20.000) R10

HYGIENICPRO GRATING CHANNEL
ROUNDED IN ONE END

Type no. EAN no. Name G G1 H EN1253 (kg) EN1433 (kg) Non slip

697.250.150.57 5705499137910 150x500 572 145 25 M125 (10.000) C250 (16.666) R10
697.250.150.57 S 5705499138696 150x500 572 145 25 M125 (10.000) C250 (16.666) R10

TILED/EPOXY GRATING CHANNEL

Type no. EAN no. Name G G1 H H5 X5 EN1253 (kg) EN1433 (kg)

697.020.150.49 5705499128574 150x500 499 145 26 18 131 K3 (900) A15 (2.000)
697.020.200.49 5705499128581 200x500 499 195 26 18 181 L15 (1.800) A15 (1.400)
697.020.300.49 5705499128598 300x500 499 295 26 18 281 K3 (600) A15 (2.250)

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S



32 CHANNELS FOR MARINE APPLICATIONS

BL
ÜC

H
ER

®
 C

H
AN

NE
L

Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

46

Gratings

SHOWER GRATING CHANNEL

Type no. EAN no. Name G G1 H EN1253 (kg) Non slip

697.015.150.50 5705499103182 150x500 499 144 25 K3 (500) R10
697.015.150.50 S 5705499103199 150x500 499 144 25 K3 (500) R10
697.015.150.99 5705499117394 150x1000 998 144 25 K3 (500) R10
697.015.150.99 S 5705499117400 150x1000 998 144 25 K3 (500) R10
697.015.200.50 5705499117424 200x500 499 194 25 K3 (400) R10
697.015.200.99 5705499124538 200x1000 998 194 25 K3 (400) R10
697.015.200.99 S 5705499124545 200x1000 998 194 25 K3 (400) R10

SLOT GRATING SQUARE

Type no. EAN no. Name G H EN1253 (kg) Non slip

790.168.000.10 5705499113440 200x200 170x170 25 R50 (5.000) R10
790.168.000.10 S 5705499113457 200x200 170x170 25 R50 (5.000) R10
790.218.000.10 5705499128710 250x250 220x220 25 R50 (5.000) R10
790.268.000.10 5705499113648 300x300 270x270 25 R50 (6.000) R10
790.268.000.10 S 5705499104660 300x300 270x270 25 R50 (6.000) R10

MESH GRATING SQUARE

Type no. EAN no. Name G G1 H EN1253 (kg) Non slip

790.168.000.22 5705499113464 200x200 168x168 25 L15 (2.000) R12
790.168.000.22 S 5705499113471 200x200 168x168 25 L15 (2.000) R12
790.218.000.22 5705499128680 250x250 218x218 25 L15 (1.250) R12
790.268.000.22 5705499113655 300x300 268x268 25 L15 (1.750) R12
790.268.000.22 S 5705499113662 300x300 268x268 25 L15 (1.750) R12
696.223.394.395 5705499117356 400x400 394x394 25 L15 (1.500) R12

Continues on next page
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Kitchen channels for vinyl floors

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

38

KITCHEN CHANNEL TYPE 662

Type no. EAN no. Name D F F1 H H1 H5 I I1 W3

662EK005-11 5705499134759 300x500 160 588 385 195 85 110 500 297 294
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
662FH004-06 5705499126433 400x400 110 485 485 121 61 60 397 397 242
662FH004-15 5705499126440 400x400 110 485 485 211 61 150 397 397 242
662FH008-06 5705499126457 400x800 110 885 485 121 61 60 797 397 442
662FH008-15 5705499126464 400x800 110 885 485 211 61 150 797 397 442
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
662FK004-06 5705499126471 400x400 160 485 485 145 85 60 397 397 242
662FK004-11 5705499126488 400x400 160 485 485 195 85 110 397 397 242
662FK004-15 5705499126495 400x400 160 485 485 235 85 150 397 397 242
662FK006-11 5705499126501 400x600 160 685 485 195 85 110 597 397 343
662FK008-06 5705499126518 400x800 160 885 485 145 85 60 797 397 442
662FK008-15 5705499126525 400x800 160 885 485 235 85 150 797 397 442
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
662GH005-06 5705499126532 500x500 110 585 585 121 61 60 497 497 292
662GH005-15 5705499126549 500x500 110 585 585 211 61 150 497 497 292
662GH008-15 5705499134537 500x800 110 885 585 211 61 150 797 497 442
662GH010-06 5705499126556 500x1000 110 1085 585 121 61 60 997 497 542
662GH010-15 5705499126563 500x1000 110 1085 585 211 61 150 997 497 542
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
662GK005-06 5705499131901 500x500 160 585 585 145 85 60 497 497 292
662GK005-15 5705499126587 500x500 160 585 585 235 85 150 497 497 292
662GK010-06 5705499126594 500x1000 160 1085 585 145 85 60 997 497 542
662GK010-15 5705499127850 500x1000 160 1085 585 235 85 150 997 497 542
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
662HK009-11 5705499126617 600x900 160 985 685 195 85 110 897 597 492
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Kitchen channels for concrete, tiled and resin floors

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

35

without membrane

KITCHEN CHANNEL TYPE 660

Type no. EAN no. Web Name D F F1 H H1 H5 I I1 W3

660EK005-11 5705499134735 Floor 300x500 160 540 337 195 85 110 500 297 270
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
660FH004-06 5705499126174 Floor 400x400 110 437 437 121 61 60 397 397 218
660FH004-11 5705499126181 Floor 400x400 110 437 437 171 61 110 397 397 218
660FH004-15 5705499126198 Floor 400x400 110 437 437 211 61 150 397 397 218
660FH008-06 5705499126204 Floor 400x800 110 837 437 121 61 60 797 397 418
660FH008-11 5705499126211 Floor 400x800 110 837 437 171 61 110 797 397 418
660FH008-15 5705499126228 Floor 400x800 110 837 437 211 61 150 797 397 418
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
660FK004-06 5705499126235 Floor 400x400 160 437 437 145 85 60 397 397 218
660FK004-11 5705499126242 Floor 400x400 160 437 437 195 85 110 397 397 218
660FK004-15 5705499126259 Floor 400x400 160 437 437 235 85 150 397 397 218
660FK006-11 5705499126266 Floor 400x600 160 637 437 195 85 110 597 397 318
660FK008-06 5705499126273 Floor 400x800 160 837 437 145 85 60 797 397 418
660FK008-11 5705499126280 Floor 400x800 160 837 437 195 85 110 797 397 418
660FK008-15 5705499126297 Floor 400x800 160 837 437 235 85 150 797 397 418
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
660GH005-06 5705499126303 Floor 500x500 110 537 537 121 61 60 497 497 268
660GH005-11 5705499126310 Floor 500x500 110 537 537 171 61 110 497 497 268
660GH005-15 5705499126327 Floor 500x500 110 537 537 211 61 150 497 497 268
660GH008-15 5705499134520 Floor 500x800 110 837 537 211 61 150 797 497 418
660GH010-06 5705499127874 Floor 500x1000 110 1037 537 121 61 60 997 497 518
660GH010-11 5705499127881 Floor 500x1000 110 1037 537 171 61 110 997 497 518
660GH010-15 5705499126334 Floor 500x1000 110 1037 537 211 61 150 997 497 518
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
660GK005-06 5705499126341 Floor 500x500 160 537 537 145 85 60 497 497 268
660GK005-11 5705499126358 Floor 500x500 160 537 537 195 85 110 497 497 268
660GK010-06 5705499126372 Floor 500x1000 160 1037 537 145 85 60 997 497 518
660GK010-11 5705499126389 Floor 500x1000 160 1037 537 195 85 110 997 497 518
660GK010-15 5705499126396 Floor 500x1000 160 1037 537 235 85 150 997 497 518
-------------------- ------ ------ ------ ------ ------ ------ ------ ------ ------ ------
660HK009-11 5705499134742 Floor 600x900 160 937 637 195 85 110 897 597 468

BLÜCHER® MarineLine proposals ...
KITCHEN CHANNEL TYPE 660
FOR TILES AND EPOXY FLOORING

TYPE NO. EAN NO. NAME D F F1 H H1 H5 I I1 W3

660FH004-06 5705499126174 400x400  110  437  437  121  61  60  397  397  218

660FH004-11 5705499126181 400x400 110 437 437 171 61 110 397 397 218

660FH008-06 5705499126204 400x800 110 837 437 121 61 60 797 397 418

660FH008-11 5705499126211 400x800 110 837 437 171 61 110 797 397 418

660GH005-06 5705499126303  500x500 110 537  537  121  61  60  497  497  268

660GH005-11 5705499126310 500x500 110 537 537 171 61 110 497 497 268

660GH010-06 5705499127874 500x1000 110 1037 537 121 61 60 997 497 518

660GH010-11 5705499127881 500x1000 110 1037 537 171 61 110 997 497 518

KITCHEN CHANNEL TYPE 662
FOR VINYL FLOORING

TYPE NO. EAN NO. NAME D F F1 H H1 H5 I I1 W3 W3

662FH004-06 5705499126433 400x400 110 485 485 121 61 60 397 397 242  218

662FH008-06 5705499126457 400x800 110 885 485 121 61 60 797 397 442 418

662GH005-06 5705499126532 500x500 110 585 585 121 61 60 497 497 292

662GH010-06 5705499126556 500x1000 110 1085 585 121 61 60 997 497 542

MESH GRATING SQUARE

TYPE NO. EAN no. Name G G1 H EN1253 (kg) Non slip

696.223.394.395 5705499117356 400x400 394x394 25 L15 (1.500) R12

696.223.494.495 5705499117363 500x500 494x494 25 L15 (1.500) R12

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S
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Grating Type:	 Shower grating	 Tiled/epoxy grating	 Ladder grating	 Ladder grating
					     non-tilt

		  Mesh grating	 Slot grating	 Ladder grating	 HygenicPro® grating
				    - fully welded

Material grade:	 AISI 316L	

		  AISI 304	

Length: 	                                  mm. (Can be customized as per request)

Width:     150,    200,    300,    400,    500,    600,    700,    800 mm

Height:                                                 Minimum height possible is 40 mm (only in 2 mm thickness)

Material thickness: 2 mm material thickness  

Further details/possibilities: 
		  • Cross/Longitudinal fall for efficient self cleaning 
		  • Channel in customized designs e.g. L, U and T shape is possible 
		  • Can alternatively be supplied in 3-4 mm thickness for direct welding 
		  • For further information please contact our Customer Center

BLÜCHER® MarineLine 

Outlet size: 	 Ø110 mm

Outlet position: 	 In center	

		  In end	

Accessories:	 Water trap 
		  (removable)		  	 AND filter plate	

		  OR 
		  P-water trap		

		  OR
		  Filter basket		 To be used together 

with a BLÜCHER® 
Marine lower part

BLÜCHER® Channels 
- for marine applications

24066 June 2020

Click for more  
info in the  
Marine Channel  
brochure

print

@

http://blucher-marine.com
http://www.blucher-marine.com/fileadmin/user_upload/Marine/Product_catalogs/ChannelsMarineApplications.pdf
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Applications
•	� Inside door openings, bathroom, shower 

areas, luxury suites, etc. 

Highlights
• �	 Low height
• 	� With 2 mm frame width on all four sides
• 	� Elegant design

BLÜCHER®  
MultiLine 
- Scandinavian elegance

NEW
blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: STOCKHOLM Grating  

TOKYO Grating

Material grade: AISI 304 

Standard Length:  800 mm  
 900 mm    1000 mm    1200 mm

  

(If a customized length is requested, please contact Customer Center)

Width: 
132 mm outside

Height: 
19 mm for type Stockholm grating and 

  
28 mm for type Tokyo grating

Material thickness: 2 mm material thickness

Outlet size: 
Ø110 mm

Outlet position: In center

Further details/possibilities: Cross fall

BLÜCHER® MultiLine 

Accessories: Water trap 

  
(removable)  

 AND filter plate 

  
OR 

  
P-water trap  

  
OR

  
Filter basket  To be used together 

with a BLÜCHER®  

Marine lower part

BLÜCHER® Channels - for marine applications

24066 January 2021

Click for more  

info in the  

Marine Channel  

brochure

print

@

M
AIL FORM

PRINT FORM

MultiLine request form
Find it here: www.blucher-marine.com 

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_MultiLine.pdf
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- Scandinavian elegance

•	 Length: standard length of 800, 900, 1000 and 1200 mm	
•	 Width: 132 mm outside	
•	 Height: 19 mm for type Stockholm, and 28 mm for type Tokyo
•	 2 mm material thickness
•	 Stainless steel AISI 304/ EN 1.4301
•	 Cross fall 

Details: Gratings:
STOCKHOLM GRATING 

TOKYO GRATING 

Outlet:
•	� Outlet pipe dimension is  

Ø110 mm
•	 Outlet placed in center

Installation:
This channel is meant to be installed together with 
one of the different BLÜCHER Marine lower parts. 
The Marine lower part will be installed in the deck - 
either by welding or by a screw solution. We always 
recommend to use a MED approved Marine lower 
part.

Options:

oror

Water trap

Adjustable legs

P-trap

or or

Anchor tangs

Filter plate
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BLÜCHER® MultiLine proposals ...

...  �you can also customize your own channel 
by using our MultiLine request form 

blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: STOCKHOLM Grating  

TOKYO Grating

Material grade: AISI 304 

Standard Length:  800 mm  
 900 mm    1000 mm    1200 mm

  

(If a customized length is requested, please contact Customer Center)

Width: 
132 mm outside

Height: 
19 mm for type Stockholm grating and 

  
28 mm for type Tokyo grating

Material thickness: 2 mm material thickness

Outlet size: 
Ø110 mm

Outlet position: In center

Further details/possibilities: Cross fall

BLÜCHER® MultiLine 

Accessories: Water trap 

  
(removable)  

 AND filter plate 

  
OR 

  
P-water trap  

  
OR

  
Filter basket  To be used together 

with a BLÜCHER®  

Marine lower part

BLÜCHER® Channels - for marine applications

24066 January 2021

Click for more  

info in the  

Marine Channel  

brochure

print

@

M
AIL FORM

PRINT FORM

MultiLine request form
Find it here: www.blucher-marine.com 

BLÜCHER MULTILINE INCL STOCKHOLM GRATING

TYPE NO. D F F1 H H5 T MATERIAL

651.300.080 Ø110 800 132 77 19 2 AISI 304

651.300.100 Ø110 1000 132 77 19 2 AISI 304

651.300.120 Ø110 1200 132 77 19 2 AISI 304

BLÜCHER MULTILINE INCL TOKYO GRATING

TYPE NO. D F F1 H H5 T MATERIAL

651.350.080 Ø110 800 132 84 28 2 AISI 304

651.350.100 Ø110 1000 132 84 28 2 AISI 304

651.350.120 Ø110 1200 132 84 28 2 AISI 304

http://www.blucher-marine.com/fileadmin/user_upload/Marine/Channel_request_form_MultiLine.pdf
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Grating Type:	 STOCKHOLM Grating		  TOKYO Grating

Material grade:	 AISI 304	

Standard Length:	  800 mm 	  900 mm    1000 mm    1200 mm
		  (If a customized length is requested, please contact Customer Center)

Width:	 132 mm outside

Height:	 19 mm for type Stockholm grating and 

		  28 mm for type Tokyo grating

Material thickness:	 2 mm material thickness

Outlet size:	 Ø110 mm

Outlet position:	 In center

Further details/possibilities: Cross fall

BLÜCHER® MultiLine 

Accessories:	 Water trap 
		  (removable)		  	 AND filter plate	

		  OR 
		  P-water trap		

		  OR
		  Filter basket		

To be used together 
with a BLÜCHER®  
Marine lower part

BLÜCHER® Channels 
- for marine applications

24066 January 2021

Click for more  
info in the  
Marine Channel  
brochure

print

@

http://blucher-marine.com
http://www.blucher-marine.com/fileadmin/user_upload/Marine/Product_catalogs/ChannelsMarineApplications.pdf
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Marine lower parts for steel decks

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

1

LOWER PART FOR MARINE DRAIN TYPE 470.000 
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 D2 Kg

470.000.050 5705499106138 A0-A60 50 140 174 58 50 150 1,73
470.000.050 S 5705499106145 A0-A60 50 140 174 58 50 150 1,73
470.000.075 5705499106152 A0-A60 75 140 172 63 50 150 1,60
470.000.075 S 5705499106169 A0-A60 75 140 172 63 50 150 1,60
470.000.110 5705499106176 A0-A60 110 140 146 75 50 150 1,70
470.000.110 S 5705499106183 A0-A60 110 140 146 75 50 150 1,70

LOWER PART FOR MARINE DRAIN TYPE 470.200 
WITH WELDING FLANGE

Type no. EAN no. EC/MED (Deck) D D1 Z H H1 T Kg

470.200.050 5705499106190 A0-A60 50 140 Ø200 174 58 5 1,30
470.200.050 S 5705499106206 A0-A60 50 140 Ø200 174 58 5 1,30
470.200.075 5705499106213 A0-A60 75 140 Ø200 172 63 5 1,40
470.200.075 S 5705499106220 A0-A60 75 140 Ø200 172 63 5 1,40
470.200.110 5705499106237 A0-A60 110 140 Ø200 141 75 5 1,24
470.200.110 S 5705499106244 A0-A60 110 140 Ø200 141 75 5 1,24

LOWER PART FOR MARINE DRAIN TYPE 475.000
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 W1 D2 Kg

475.000.050 5705499106251 A0-A60 50 140 140 117 50 129 150 1,85
475.000.050 S 5705499106268 A0-A60 50 140 140 117 50 129 150 1,85
475.000.075 5705499106275 A0-A60 75 140 140 105 50 134 150 1,80
475.000.075 S 5705499106282 A0-A60 75 140 140 105 50 134 150 1,80
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Marine lower parts for steel decks

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

1

LOWER PART FOR MARINE DRAIN TYPE 470.000 
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 D2 Kg

470.000.050 5705499106138 A0-A60 50 140 174 58 50 150 1,73
470.000.050 S 5705499106145 A0-A60 50 140 174 58 50 150 1,73
470.000.075 5705499106152 A0-A60 75 140 172 63 50 150 1,60
470.000.075 S 5705499106169 A0-A60 75 140 172 63 50 150 1,60
470.000.110 5705499106176 A0-A60 110 140 146 75 50 150 1,70
470.000.110 S 5705499106183 A0-A60 110 140 146 75 50 150 1,70

LOWER PART FOR MARINE DRAIN TYPE 470.200 
WITH WELDING FLANGE

Type no. EAN no. EC/MED (Deck) D D1 Z H H1 T Kg

470.200.050 5705499106190 A0-A60 50 140 Ø200 174 58 5 1,30
470.200.050 S 5705499106206 A0-A60 50 140 Ø200 174 58 5 1,30
470.200.075 5705499106213 A0-A60 75 140 Ø200 172 63 5 1,40
470.200.075 S 5705499106220 A0-A60 75 140 Ø200 172 63 5 1,40
470.200.110 5705499106237 A0-A60 110 140 Ø200 141 75 5 1,24
470.200.110 S 5705499106244 A0-A60 110 140 Ø200 141 75 5 1,24

LOWER PART FOR MARINE DRAIN TYPE 475.000
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 W1 D2 Kg

475.000.050 5705499106251 A0-A60 50 140 140 117 50 129 150 1,85
475.000.050 S 5705499106268 A0-A60 50 140 140 117 50 129 150 1,85
475.000.075 5705499106275 A0-A60 75 140 140 105 50 134 150 1,80
475.000.075 S 5705499106282 A0-A60 75 140 140 105 50 134 150 1,80

LOWER PART FOR MARINE DRAIN TYPE 470.000
WITH WELDING SLEEVE

TYPE NO. EAN NO. EC/MED (DECK) D D1 H H1 H5 D2 KG

470.000.050 5705499106138 A0-A60 50 140 174 58 50 150 1,73

470.000.050 S 5705499106145 A0-A60 50 140 174 58 50 150 1,73

470.000.075 5705499106152 A0-A60 75 140 172 63 50 150 1,60

470.000.075 S 5705499106169 A0-A60 75 140 172 63 50 150 1,60

470.000.110 5705499106176 A0-A60 110 140 146 75 50 150 1,70

470.000.110 S 5705499106183 A0-A60 110 140 146 75 50 150 1,70

Marine lower parts for steel decks

LOWER PART FOR MARINE DRAIN TYPE 470.200
WITH WELDING FLANGE

TYPE NO. EAN NO. EC/MED (DECK) D D1 Z H H1 T KG

470.200.050 5705499106190 A0-A60 50 140 Ø200 174 58 5 1,30

470.200.050 S 5705499106206 A0-A60 50 140 Ø200 174 58 5 1,30

470.200.075 5705499106213 A0-A60 75 140 Ø200 172 63 5 1,40

470.200.075 S 5705499106220 A0-A60 75 140 Ø200 172 63 5 1,40

470.200.110 5705499106237 A0-A60 110 140 Ø200 141 75 5 1,24

470.200.110 S 5705499106244 A0-A60 110 140 Ø200 141 75 5 1,24

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S

Accessories
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Marine lower parts for steel decks

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

2

LOWER PART FOR MARINE DRAIN, HIGH MODEL TYPE 475.100
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 W1 D2 Kg

475.100.050 5705499106299 A0-A60 50 140 187 164 50 129 150 1,90
475.100.050 S 5705499106305 A0-A60 50 140 187 164 50 129 150 1,90

LOWER PART FOR MARINE DRAIN TYPE 475.200
WITH WELDING FLANGE

Type no. EAN no. EC/MED (Deck) D D1 Z H H1 W1 T Kg

475.200.050 5705499106312 A0-A60 50 140 Ø200 106 72 129 5 1,30
475.200.050 S 5705499106329 A0-A60 50 140 Ø200 106 72 129 5 1,30
475.200.075 5705499106336 A0-A60 75 140 Ø200 106 71 134 5 1,35
475.200.075 S 5705499106343 A0-A60 75 140 Ø200 106 71 134 5 1,35

LOWER PART FOR MARINE DRAIN TYPE 470.900
NON-WELDED

Type no. EAN no. EC/MED (Deck) D D1 Z H H1 T Kg

470.900.050 S 5705499133318 A0-A60 50 140 Ø235 174 58 6 2,35
470.900.075 S 5705499133325 A0-A60 75 140 Ø235 172 63 6 2,37
470.900.110 S 5705499133332 A0-A60 110 140 Ø235 141 75 6 2,33

LOWER PART FOR MARINE DRAIN TYPE 475.000
WITH WELDING SLEEVE

TYPE NO. EAN NO. EC/MED (DECK) D D1 H H1 H5 W1 D2 KG

475.000.050 5705499106251 A0-A60 50 140 140 117 50 129 150 1,85

475.000.050 S 5705499106268 A0-A60 50 140 140 117 50 129 150 1,85

475.000.075 5705499106275 A0-A60 75 140 140 105 50 134 150 1,80

475.000.075 S 5705499106282 A0-A60 75 140 140 105 50 134 150 1,80

Marine lower parts for steel decks

LOWER PART FOR MARINE DRAIN, HIGH MODEL TYPE 475.100
WITH WELDING SLEEVE

TYPE NO. EAN NO. EC/MED (DECK) D D1 H H1 H5 W1 D2 KG

475.100.050 5705499106299 A0-A60 50 140 187 164 50 129 150 1,90

475.100.050 S 5705499106305 A0-A60 50 140 187 164 50 129 150 1,90

LOWER PART FOR MARINE DRAIN TYPE 475.200
WITH WELDING FLANGE

TYPE NO. EAN NO. EC/MED (DECK) D D1 Z H H1 W1 T KG

475.200.050 5705499106312 A0-A60 50 140 Ø200 106 72 129 5 1,30

475.200.050 S 5705499106329 A0-A60 50 140 Ø200 106 72 129 5 1,30

475.200.075 5705499106336 A0-A60 75 140 Ø200 106 71 134 5 1,35

475.200.075 S 5705499106343 A0-A60 75 140 Ø200 106 71 134 5 1,35
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Marine lower parts for steel decks

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

1

LOWER PART FOR MARINE DRAIN TYPE 470.000 
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 D2 Kg

470.000.050 5705499106138 A0-A60 50 140 174 58 50 150 1,73
470.000.050 S 5705499106145 A0-A60 50 140 174 58 50 150 1,73
470.000.075 5705499106152 A0-A60 75 140 172 63 50 150 1,60
470.000.075 S 5705499106169 A0-A60 75 140 172 63 50 150 1,60
470.000.110 5705499106176 A0-A60 110 140 146 75 50 150 1,70
470.000.110 S 5705499106183 A0-A60 110 140 146 75 50 150 1,70

LOWER PART FOR MARINE DRAIN TYPE 470.200 
WITH WELDING FLANGE

Type no. EAN no. EC/MED (Deck) D D1 Z H H1 T Kg

470.200.050 5705499106190 A0-A60 50 140 Ø200 174 58 5 1,30
470.200.050 S 5705499106206 A0-A60 50 140 Ø200 174 58 5 1,30
470.200.075 5705499106213 A0-A60 75 140 Ø200 172 63 5 1,40
470.200.075 S 5705499106220 A0-A60 75 140 Ø200 172 63 5 1,40
470.200.110 5705499106237 A0-A60 110 140 Ø200 141 75 5 1,24
470.200.110 S 5705499106244 A0-A60 110 140 Ø200 141 75 5 1,24

LOWER PART FOR MARINE DRAIN TYPE 475.000
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 W1 D2 Kg

475.000.050 5705499106251 A0-A60 50 140 140 117 50 129 150 1,85
475.000.050 S 5705499106268 A0-A60 50 140 140 117 50 129 150 1,85
475.000.075 5705499106275 A0-A60 75 140 140 105 50 134 150 1,80
475.000.075 S 5705499106282 A0-A60 75 140 140 105 50 134 150 1,80
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Marine lower parts for steel decks

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

2

LOWER PART FOR MARINE DRAIN, HIGH MODEL TYPE 475.100
WITH WELDING SLEEVE

Type no. EAN no. EC/MED (Deck) D D1 H H1 H5 W1 D2 Kg

475.100.050 5705499106299 A0-A60 50 140 187 164 50 129 150 1,90
475.100.050 S 5705499106305 A0-A60 50 140 187 164 50 129 150 1,90

LOWER PART FOR MARINE DRAIN TYPE 475.200
WITH WELDING FLANGE

Type no. EAN no. EC/MED (Deck) D D1 Z H H1 W1 T Kg

475.200.050 5705499106312 A0-A60 50 140 Ø200 106 72 129 5 1,30
475.200.050 S 5705499106329 A0-A60 50 140 Ø200 106 72 129 5 1,30
475.200.075 5705499106336 A0-A60 75 140 Ø200 106 71 134 5 1,35
475.200.075 S 5705499106343 A0-A60 75 140 Ø200 106 71 134 5 1,35

LOWER PART FOR MARINE DRAIN TYPE 470.900
NON-WELDED

Type no. EAN no. EC/MED (Deck) D D1 Z H H1 T Kg

470.900.050 S 5705499133318 A0-A60 50 140 Ø235 174 58 6 2,35
470.900.075 S 5705499133325 A0-A60 75 140 Ø235 172 63 6 2,37
470.900.110 S 5705499133332 A0-A60 110 140 Ø235 141 75 6 2,33

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

62

Others

INTERMEDIATE SECTION WITH MEMBRANE FLANGE TYPE 777

Type no. EAN no. D D1 Z H

777.002.000 5705499112931 160 190 Ø409 190
777.002.000 S 5705499112948 160 190 Ø409 190
777.003.000 5705499112955 250 272 Ø507 196
777.003.000 S 5705499112962 250 272 Ø507 196

INTERMEDIATE SECTION WITH CLAMPING FLANGE TYPE 779

Type no. EAN no. D D1 Z H

779.002.000 5705499113136 160 190 Ø409 190
779.002.000 S 5705499113143 160 190 Ø409 190
779.003.000 5705499113150 250 272 Ø507 196
779.003.000 S 5705499113167 250 272 Ø507 196

ADJUSTABLE LEGS

Type no. EAN no. H

670.000.001 5705499116243 150
670.000.005 5705499131741 300
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

62

Others

INTERMEDIATE SECTION WITH MEMBRANE FLANGE TYPE 777

Type no. EAN no. D D1 Z H

777.002.000 5705499112931 160 190 Ø409 190
777.002.000 S 5705499112948 160 190 Ø409 190
777.003.000 5705499112955 250 272 Ø507 196
777.003.000 S 5705499112962 250 272 Ø507 196

INTERMEDIATE SECTION WITH CLAMPING FLANGE TYPE 779

Type no. EAN no. D D1 Z H

779.002.000 5705499113136 160 190 Ø409 190
779.002.000 S 5705499113143 160 190 Ø409 190
779.003.000 5705499113150 250 272 Ø507 196
779.003.000 S 5705499113167 250 272 Ø507 196

ADJUSTABLE LEGS

Type no. EAN no. H

670.000.001 5705499116243 150
670.000.005 5705499131741 300
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Accessories for marine drains

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

5

REMOVABLE TWO-PART WATER TRAP TYPE 502.050
WITH EPDM SEALING RING

Type no. EAN no. D H S D2 Max Flow (l/s) Kg

502.050.110 M 5705499133264 108 89 50 85 1.7 0,36
502.050.110 MS 5705499133257 108 89 50 85 1.7 0,36

Fits into all drains except type 475.200 and 485.200 produced before 2008.
Accurate flow rate depending on type of drain and grating.

REMOVABLE WATER TRAP TYPE 502.052
WITH CR SEALING RING

Type no. EAN no. D H S D2 Max Flow (l/s) Kg

502.052.110 CR 5705499114010 108 93 52 75 1.3 0,33
502.052.110 CRS 5705499114027 108 93 52 75 1.3 0,33

Accurate flow rate depending on type of drain and grating.

REMOVABLE MULTI WATER TRAP TYPE 503
WITH CR SEALING RING, PREVENTS SMELL AND BACK FLOW

Type no. EAN no. D H H5 S D2 Max Flow (l/s) Kg

503.000.110 CR 5705499131918 108 113 93 51 75 1.2 0,39

Accurate flow rate depending on type of drain and grating.
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Accessories for marine drains

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

5

REMOVABLE TWO-PART WATER TRAP TYPE 502.050
WITH EPDM SEALING RING

Type no. EAN no. D H S D2 Max Flow (l/s) Kg

502.050.110 M 5705499133264 108 89 50 85 1.7 0,36
502.050.110 MS 5705499133257 108 89 50 85 1.7 0,36

Fits into all drains except type 475.200 and 485.200 produced before 2008.
Accurate flow rate depending on type of drain and grating.

REMOVABLE WATER TRAP TYPE 502.052
WITH CR SEALING RING

Type no. EAN no. D H S D2 Max Flow (l/s) Kg

502.052.110 CR 5705499114010 108 93 52 75 1.3 0,33
502.052.110 CRS 5705499114027 108 93 52 75 1.3 0,33

Accurate flow rate depending on type of drain and grating.

REMOVABLE MULTI WATER TRAP TYPE 503
WITH CR SEALING RING, PREVENTS SMELL AND BACK FLOW

Type no. EAN no. D H H5 S D2 Max Flow (l/s) Kg

503.000.110 CR 5705499131918 108 113 93 51 75 1.2 0,39

Accurate flow rate depending on type of drain and grating.

REMOVABLE TWO-PART WATER TRAP TYPE 502.050 
WITH EPDM SEALING RING

Marine lower parts for steel decks

TYPE NO. EAN NO. D H S D2 MAX FLOW (L/S) KG D2

502.050.110 M 5705499124064 108 89 50 85 1.7 0,36 150

Accurate flow rate depending on type of channel and grating.

REMOVABLE MULTI WATER TRAP TYPE 503
WITH CR SEALING RING, PREVENTS SMELL AND BACK FLOW

TYPE NO. EAN NO. D H H5 S D2 MAX FLOW (L/S) KG

503.000.110 CR 5705499131918 108 113 93 51 75 1.2 0,39

Accurate flow rate depending on type of drain and grating.

TYPE NO. EAN NO. D S X X2 X5 X6 MIN FLOW (L/S) MAX FLOW (L/S)

525.090.050 S 5705499101461 50 74 67 175 145 60 0.7 1.7

525.090.075 S 5705499101478 75 81 93 222 189 74 2.5 3.7

525.090.110 S 5705499101485 110 89 132 289 249 94 3.4 10.4

Accurate flow rate depending on type of channel and grating.

P-TRAP 87.5° TYPE 525.090

ADJUSTABLE LEGS

TYPE NO. EAN NO. H

670.000.001 5705499116243 150

670.000.005 5705499131741 300
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

55

Water traps

P-TRAP 87.5° TYPE 525.090

Type no. EAN no. D S X X2 X5 X6 Min Flow (l/s) Max Flow (l/s)

525.090.075 S 5705499101478 75 81 93 222 189 74 2.5 3.7
525.090.110 S 5705499101485 110 89 132 289 249 94 3.4 10.4
525.090.160 S 5705499101492 160 105 187 388 338 121 7.5 28.5

Accurate flow rate depending on type of channel and grating.

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S
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Accessories for marine drains

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

17

BOTTLE WATER TRAP TYPE 505

Type no. EAN no. H D2 Kg

505.032.050 S 5705499101447 250 1¼" 0,95
505.040.050 S 5705499101454 233 1½" 0,85
505.050.050 S 5705499114058 243 2" 1,20

75 mm water seal. BSP thread.

FILTER BASKET FOR REMOVABLE TWO-PART WATER TRAP

Type no. EAN no. H5 D2

502.000.000 S 5705499124101 24 106

EXTENSION PIPE TYPE 611

Type no. EAN no. D H X Kg

611.300.001 S 5705499106442 110 117 55 0,40
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Accessories for marine drains

All dimensions in mm - If Stainless Steel grade AISI 304 / EN 1.4301 is required specify type no. without suffix S

15

GRATING CIRCLE VIENNA
WITH SUPPORTING RING FOR WATER TRAP

Type no. EAN no. G T Screws Kg

474.300.110 S 5705499106428 Ø135 2 3 0,20

REMOVABLE TWO-PART WATER TRAP TYPE 502.050
WITH EPDM SEALING RING

Type no. EAN no. D H S D2 Max Flow (l/s) Kg

502.050.110 MS 5705499133257 108 89 50 85 1.7 0,36

Fits into all drains except type 475.200 and 485.200 produced before 2008.
Accurate flow rate depending on type of drain and grating.

REMOVABLE WATER TRAP, LOW MODEL TYPE 502.025
WITH EPDM SEALING RING

Type no. EAN no. D H S D1 Max Flow (l/s) Kg

502.025.075 S 5705499131833 73 59 25 59 0.4 0,15

Accurate flow rate depending on type of drain and grating.
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

58

Others

HYGIENICPRO FILTER BASKET TYPE 780

Type no. EAN no. D1 H D2 Volume (l)

780.004.010.05 5705499137934 - 41 245 0.8
780.004.020.05 5705499137941 220 125 245 3.9
780.004.030.05 5705499137958 220 210 245 7.1

HYGIENICPRO FILTER FOR CHANNEL TYPE 780

Type no. EAN no. H L

780.005.150.05 5705499137927 66 499

FILTER BASKET FOR TWO-PART WATER TRAP

Type no. EAN no. H5 D2

502.000.000 S 5705499124101 24 106

Fits trap type 502.050 and type 503.001
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Accessories for channels and kitchen channels

All dimensions in mm - Stainless Steel grade AISI 316L specify type no. with suffix S

57

Others

FILTER BASKET TYPE 780

Type no. EAN no. D1 H D2

780.107.110.05 S 5705499104486 80 88 107

Only for use in drains without removable water trap

FILTER BASKET, WIHOUT BOTTOM SLOT TYPE 780

Type no. EAN no. D1 H D2

780.002.004.05 5705499128499 140 74 155

If the drain is to be fitted with both filter basket and water trap, make sure that the height of the drain is sufficient.

FILTER BASKET TYPE 780
WITH 6 MM HOLES

Type no. EAN no. D1 H D2

780.002.003.05 5705499119909 140 74 155

If the drain is to be fitted with both filter basket and water trap, make sure that the height of the drain is sufficient.

Marine lower parts for steel decks
REMOVABLE TWO-PART WATER TRAP TYPE 502.050

TYPE NO. EAN NO. D1 H D2

780.107.110.05 S 5705499104486 80 88 107

FILTER BASKET FOR TWO-PART WATER TRAP

TYPE NO. EAN NO. H5 D2

502.000.000 S 5705499124101 24 106

Fits trap type 502.050 and type 503.001

GRATING CIRCLE VIENNA
WITH SUPPORTING RING FOR WATER TRAP

TYPE NO. EAN NO. G T SREWS KG

474.300.110 S 5705499106428 Ø135 2 3 0,20

EXTENSION PIPE TYPE 611

TYPE NO. EAN NO. D H X KG

611.300.001 S 5705499106442 110 117 55 0,40

All dimensions in mm – If Stainless Steel grade AISI 316L /  
EN 1.4404 is required specify type no. with suffix S
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BLÜCHER® EuroPipe  
Stainless steel drainage pipework system

New Channel request forms
•	 Clear overview of options
•	 Build your own channel
•	 Fast and easy tool to complete specification sheets
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blucher-marine.com

VERSION 1 - AUGUST 2020

Grating Type: Grating Line 

Grating Line 

Grating Line 
Grating Line

  

ATHENS 

COPENHAGEN 

DETROIT 

TOKYO

  

Grating Line 

Grating Line 

Grating Line 

  

OSLO 

VIENNA 

COPENHAGEN VINYL

FOR TILED FLOOR - with or without liquid or sheet membrane 

Standard Length: 
 300 mm   700 mm    800 mm    

  

 900 mm   1000 mm

  

(Up to 2000 mm length as customized channel -  

  

Tokyo grating up to 1000 mm)FOR VINYL FLOOR  
Standard Length: 

 700 mm    800 mm    900 mm  1000 mm

  

(customized length not possible))

Material thickness: 1,5 mm material thickness

Outlet position: 
 In the end. Can be installed with outlet left or right  

and against wall(s) or away from wall(s).

Material grade: 
AISI 304

Further details/possibilities:  

  

• Longitudinal fall  

  

• Brushed finish 

  

• Range of different water traps

BLÜCHER® WaterLine 

BLÜCHER ® Channels 

- for marine applications

24066 June 2020

Click for more  
info in the  Marine Channel  

brochure

@
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Grating Type: O2 Grating  

High Heel Grating 

Shower Grating

  

Non-slip / 9 mm holes 
Non-slip / 7 mm holes 

8 x 8 mm holes 

Material grade: AISI 316L 
  

AISI 304 
Standard Length: 

 800 mm   1000 mm    1200 mm

(If a customized length (min. 400 mm - max. 3.000 mm) is requested, please contact Customer Center)

Width:  
208 mm outside (198 mm inside) - NOTE the width is fixed

Further details:  Channel matr. thickness 5 mm., Channel height excl. outlet box or pipe = 61 mm

BLÜCHER® OceanLine 

Outlet position: 

 

 

Accessories: 

 

  
 

Water trap* 

 In center 
 

(removable) 

 
AND filter plate* 

  
 

OR  

 

OR

 In end 
 

P-water trap 
 

Filter basket* 

* Only with Ø110 mm outlet pipe (type H7-0126-001)

Keep in mind:•  No slope in  the channel•  No flanged  connections

198 mm

208 mm

OD

61

198  0
-1

208

23
0

50

140

K

61

198 mm

208 mm

OD

61

198  0
-1

140 +1
 011

6

208

75

K

61

TYPE 2: With outlet pipe

BLÜCHER  
Thick walled pipe

dimension  
for welding

OD50 mm 
 

OD60,3 mm 

OD75 mm  
 

OD76,1 mm 

OD110 mm   
OD88,9 mm 

BLÜCHER  
Thick walled pipe

dimension  
for welding

OD50 mm 
 

OD60,3 mm 

OD75 mm  
 

OD76,1 mm 

OD110 mm   
OD88,9 mm 

TYPE 1: With outlet boxfor water trap orfilter basket

Outlet position: 

Accessories: 

  
 

Water trap and support ring 

    AND 

 In center 
 

and grating (474.300.110 S) 

  
Filterplate

  
 

OR

  
 

Filter basket and support ring 

     

 In end 
 

and grating (474.300.110 S)

  
 

                   OR P-water trap 
 

   

Outlet box type:  
Vertical outlet 

Horizontal outlet
Outlet size: 

Outlet size: 

Finger hole

print

@

BLÜCHER ® Channels 

- for marine applications

24066 January 2021

Click for more  info in the  Marine Channel  
brochure
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Grating Type: STOCKHOLM Grating  

TOKYO Grating

Material grade: AISI 304 Standard Length:  800 mm  
 900 mm    1000 mm    1200 mm

  

(If a customized length is requested, please contact Customer Center)

Width: 
132 mm outside

Height: 
19 mm for type Stockholm grating and 

  
28 mm for type Tokyo grating

Material thickness: 2 mm material thickness
Outlet size: 

Ø110 mmOutlet position: In centerFurther details/possibilities: Cross fall

BLÜCHER® MultiLine 

Accessories: Water trap 
  

(removable)  
 AND filter plate 

  
OR   
P-water trap    

OR  
Filter basket  

To be used together with a BLÜCHER®  Marine lower part

BLÜCHER ® Channels 

- for marine applications

24066 January 2021

Click for more  info in the  Marine Channel  brochure
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Grating Type: Shower grating 
Tiled/epoxy grating Ladder grating Ladder grating

  
 

 

 
non-tilt

  
Mesh grating 

Slot grating 
Ladder grating HygenicPro® grating

  
 

 

- fully welded

Material grade: AISI 316L   
AISI 304 

Length:                                   mm. (Can be customized as per request)

Width:     150,    200,    300,    400,    500,    600,    700,    800 mm

Height:                                                 Minimum height possible is 40 mm (only in 2 mm thickness)

Material thickness: 2 mm material thickness  
Further details/possibilities:   

• Cross/Longitudinal fall for efficient self cleaning 

  
• Channel in customized designs e.g. L, U and T shape is possible 

  
• Can alternatively be supplied in 3-4 mm thickness for direct welding 

  
• For further information please contact our Customer Center

BLÜCHER® MarineLine 

Outlet size:  Ø110 mm

Outlet position:  In center   
In end 

Accessories: Water trap   
(removable)  

 AND filter plate 
  

OR   
P-water trap    

OR  
Filter basket  

To be used together with a BLÜCHER® Marine lower part

BLÜCHER ® Channels 

- for marine applications

24066 June 2020

Click for more  info in the  Marine Channel  brochure
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Grating Type: Stockholm Grating Tokyo Grating 
Shower Grating

  
Max. hole size 8 mm 5 mm gap/opening 

8 x 8 mm holes 

  
O2 Grating  

High Heel Grating

  
Non-slip / 9 mm holes Non-slip / 7 mm holes

Material grade: AISI 316L   
AISI 304 

Length:                                   mm. (min. 500 mm - max. 6.000 mm)Width:  201 mm outside (197 mm inside)
Further details:  Channel matr. thickness 2 mm., Channel height: 28 mm outside – (or 20 mm as custom made)

BLÜCHER® FlatLine 

28
 m

m
 

201 mm

197 mm

63
 m

m
 28

 

Channel profile & dimensions: 

Outlet size:  Ø110 mm

Outlet position:  In center   
In end 

Accessories: Water trap   
(removable)   AND filter plate   
OR   
P-water trap  

  
OR  
Filter basket  

Keep in mind:
•  No slope in  

the channel
•  No flanged  

connections

FlatLine channel to be used together with a BLÜCHER® Marine lower part

BLÜCHER ® Channels 

- for marine applications

24066 January 2021

Click for more  info in the  
Marine Channel  brochure
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